
ORDINANCE NO. 2140

AN ORDINANCE ADOPT¡NG THE 2016 EDITIONS OF THE CALIFORNIA
BUILDING CODE, THE CALIFORNIA RESIDENTIAL CODE, THE
CALIFORNIA ELECTRICAL CODE, THE CALIFORNIA MECHANICAL
CODE, THE CALIFORNIA PLUMBING CODE, THE CALIFORNIA
ENERGY CODE, THE CALIFORNIA HISTORICAL CODE, THE
CALIFORNIA FIRE CODE, THE CALIFORNIA EXISTING BUILD¡NG
CODE, THE CALIFORNIA GREEN BUILDING STANDARDS CODE, THE
CALIFORNIA REFERENCED STANDARDS CODE, THE CALIFORNIA
BU¡LDING STANDARDS ADMINISTRATIVE COCE, AND THE 2015
EDITION OF THE INTERNATIONAL POOL AND SPA GODE; MAKING
CERTAIN AMENDMENTS BASED UPON LOCAL CONDITIONS; AND
AMENDING THE MONTEREY PARK MUNIC¡PAL CODE TO REFLECT
SUCH CHANGES,

The City Council for the City of Monterey Park does ordain as follows:

SECTION 1: Findings. The City Council finds as follows

The City may adopt model codes by reference pursuant to Government
Code SS 50022.2, et seq.;

Health and Safety Code S 17958 requires the City to adopt certain codes
that are set forth in Health and Safety Code S 17922 and published in the
California Code of Regulations;

ln accordance with Health and Safety Code S 17958.7, it is in the public
interest to adopt the most recent codes published by the California Building
Standards Commission;

Notice of public hearing to consider the adoption of the codes was published
pursuant to Govemment Code S 6066 and a duly noticed public hearing was
held on November 16,2016, regarding the adoption of the Codes;

Pursuant to $ 50022.6 of the Govemment Code, at least one copy of all
codes adopted by reference were filed with the City Clerk of the City and
were available for public inspection for at least fifteen (15) days preceding
the date of the hearing;

F Pursuant to Government Code S 50022.9, the City Council íntends to adopt
by reference, with local amendments, the following 2016 codes in their
entirety as if set forth in full herein:

The California Building Code, 2016 Edition - Vol. I & ll as published
in Title 24, Part 2 of the California Code of Regulations;

The California Residential Code, 2016 Edition, as published in Title
24,Part2.5 of the California Code of Regulations;

The California Electrical Code, 2016 Edition, as published in Title
24, Parl3 of the California Code of Regulations;
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The California Mechanical Code, 2016 Edition, as published in Title
24, Parl4 of the California Code of Regulations;

The California Plumbing Code, 2016 Edition, as published in Title
24,Part 5 of the California Code of Regulations;

The California Energy Code, 2016 Edition, as published in Title 24,
Part 6 of the California Code of Regulations;

The California Historical Building Code, 2016 Edition, as published
in Title 24, Part 8 of the California Code of Regulations;

The California Fire Code, 2016 Edition, as published in Title 24,
Part 9 of the California Code of Regulations;

The California Existing Building Code, 2016 Edition, as published in
Title 24, Part 10 of the California Code of Regulations;

10 The California Green Building Standards Code, 2016 Edition, as
published in Title 24, Parl 11 of the California Code of Regulations;

11. The California Referenced Standards Code, 2016 Edition, as
published at Title 24, Part 12, ot the California Code of Regulations;

12 The lnternational Pool and Spa Code, 2015 Edition, as published
by the lnternational Code Council; and

13. The California Building Standards Administrative Code, 2016
Edition, as published in Title 24, Part 1 of the California Code of
Regulations.

SECTION 2: ln accordance with Health and Safety Code S 17958.7, the City Council
finds that there are local climatic, geographic, and topographic conditions justifying the
various local amendments to the California Building Standards Code as set forth in
attached Exhibit "4," which is adopted by the City Council and incorporated by
reference.

SECTION 3: Chapter 16.01 of the Monterey Park Municipal Code ("MPMC") is amended
in its entirety to read as follows:

"Ghapter 16.01 ADOPTION OF TECHNICAL BUILDING CODES AND
ADM INISTRATIVE PROVISIONS

16.01.010 Adoption of specific Codes; Gopies on file.

Except as otherwise provided in this chapter, the following Codes are
adopted by reference:
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1 The 2016 California Building Code including Appendices B, F, H, I

and J;

The 2016 California Residential Code including Appendices E, F,
H, J, O, and V;

The 2016 California Electrical Code including;

The 2016 California Mechanical Code including Appendix D;

The 2016 California Plumbing Code including Appendices A, C, D,
E, G, l, and K;

11.

The 2016 California Energy Code;

The 2016 California Historical Building Code;

The 2016 California Existing Building Code;

The 2016 California Green Building Standards;

The 2016 California Referenced Standards Code; and

The 2015 lnternational Pool and Spa Code.

ln accordance with Health and Safety Code S 18942, one copy of the above-
referenced Codes will remain on file in the office of the City Clerk.

16.01.020 Definition of terms.

Unless the contrary is stated or clearly appears from the contef, the following
definitions govern the construction of the words and phrases used in this Title. Words
and phrases not defined by this chapter have the meanings set forth in the applicable
Code as set forth in Title 24 of the Code of California Regulations. lf the definition of any
term contained in this Title conflicts with the definition of the same term in the applicable
Code, then the definition contained in this Title governs.

"Building and Safety Division" means the Building Division, Community and Economic
Development Department of the City of Monterey Park.

"Code" or "Codes" means the applicable 2016 code adopted by reference in this Title.

"Health office" means the Los Angeles County Department of Health Services.

16.01.030 Resolution of conflicts in application.

ln the event of any conflict or ambiguity between any provision contained in the Codes
and this Title, this Title will govern.
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I 6.01 .040 Adm inistrative provisions

Add Chapter 1, Administrative Provisions to read as follows:

Ghapter I
ADM INISTRATIVE PROVISIONS

SECTION IOO CONTENTS

Section
Section
Section
Section
Section
Section
Section
Section
Section
Section
Section
Section
Section
Section
Section

101 General
102 Applicability
103 Building and Safety
104 Duties and Powers of Building Official
105 Permits
1 06 Construction Documents
107 Temporary Structures and Uses
108 Fees
109 lnspections
110 Certificate of Occupancy
111 Service Utilities
112 Board of Appeals
113 Violations and Penalties
1 14 Stop Work Order
1 15 Unsafe Structures and Buildings

SECTION IOI GENERAL

101.1 Title. These regulations may be referred to as the Administrative Provisions of
the California Building Codes of the State of California and other Codes as adopted by
Title 16 and 17 of the Monterey Park Municipal Code.

101.2 Scope. The provisions of the codes apply to the construction, alteration,
relocation, enlargement, replacement, repair, equipment, used and occupancy, location,
maintenance, removal and demolition of every building or structure or any
appurtenances connected or attached to such buildings or structures.

101.2.1 Appendices. Provisions in the appendices of the codes, do not apply unless
specifically adopted.

101.3 lntent. The purpose of the codes is to establish the minimum requirements to
safeguard the public health, safety and general welfare through structural strength,
means of egress facilities, stability, sanitation, adequate light and ventilation, energy
conservation, and safety to life and property from fire and other hazards attributed to the
built environment and to provide safety to firefighters and emergency responders during
emergency operations.

101.4 Referenced codes. Codes listed in Sections 101.4.1 through 101.4.11 and
referenced elsewhere in the codes are part of the requirements of the codes to the
prescribed extent of each such reference.
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101.4.1 Building Code. The provision of the California Building Code as adopted in
Section 16.01.010 apply to all buildings and structures other than those meeting the
scoping limitations contained in the California Residential Code.

101.4.2 Residential Code. The provisions of the California Residential Code as
adopted in Section 16.01.010 apply to detached one and two family dwellings and
townhouses not more than three stories above grade plane in height with a separate
means of egress and their accessory structures not more than three stories above
grade plane in height.

101.4.3 Electrical Code. The provisions of the California Electrical Code as adopted in
Section 16.01.010 apply to the installation of electrical systems, including alterations,
repairs, replacement, equipment, appliances, fixtures, fittings and appurtenances
thereto.

101.4.4 Mechanical Gode. The provisions of the California Mechanical Code as
adopted in Section 16.01.010 apply to the installation, alterations, repairs and
replacement, addition to, use, or maintenance of mechanical systems.

101.4.5 Plumbing Code. The provisions of the California Plumbing Code as adopted in
Section 16.01.010 apply to the installation, alteration, repair, replacement, addition to,
use, and maintenance of plumbing systems.

101.4.6 Energy Gode. The provisions of the California Energy Code as adopted in
Section 16.01.010 apply to all buildings: (1) That are occupancy Group A, B, E, F, H,
M, R, S or U; (2) For which an application for a building permit or renewal of an existing
permit is filed, or which are constructed by a governmental agency; and (3) That are
unconditioned, or indirectly or directly conditioned by mechanical heating or mechanical
cooling, or process spaces, or low-rise residential buildings that are heated with a
nonmechanical heating system.

101.4.7 Historical Building Code. The provisions of the California Historical Building
Code as adopted in Section 16.01.010 apply to the preservation, restoration,
rehabilitation, or reconstruction of buildings or properties designated as qualified
historical buildings or properties.

101.4.8 Existing Building Gode. The provisions of the California Existing Building
Code as adopted in Section 16.01.010 apply to the repair, alteration, change of
occupancy and addition to buildings.

101.4.9 Green Building Standards Code. The mandatory provisions of the California
Green Building Standards Code as adopted in Section 16.01 .010 apply to the planning,
design, operation, construction, use and occupancy of every building or structure.

101.4.10 Referenced Standards Code. The provisions of the California Referenced
Standards Code as adopted in Section 16.01 .010 apply to all buildings and structures.
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101.4.11 Pool and Spa Code. The mandatory provisions of the International Pool and
Spa Code as adopted in Section 16.01.010 apply to the construction, alteration,
renovation, replacement, repair and maintenance of aquatic recreation facilities, pools
and spas.

SECTION I02 APPLICABILITY

102.1 General. Where there is a conflict between a general requirement and a specific
requirement, the specific requirement applies. Where, in any specific case, different
sections of this code specify different materials, methods of construction or other
requirements, the most restrictive governs.

102.2 Other laws. The provisions of the codes cannot be deemed to nullify any
provisions of local, state or federal law.

102.3 Application of references. References to chapter or section numbers, or to
provisions not specifically identified by number are construed to refer to such chapter,
section or provision of the codes.

102.4 Referenced codes and standards. The codes and standards referenced in the
codes are considered part of the requirements of the codes to the prescribed extent of
each such reference. Where conflicts occur between provisions of the codes and
referenced codes and standards, the provisions of the codes apply.

102.5 Partial invalidity. ln the event that any part or provision of the codes is held to be
illegal or void, this does not have the effect of making void or illegal any of the other
parts or provisions.

102.6 Existing structures. The legal occupancy of any structure existing on the date of
adoption of the codes may continue without change, except as is specifically covered in
the codes or as is deemed necessary by the Building Official for the general safety and
welfare of the occupants and the public.

SECTION 103 BUILD¡NG AND SAFEW

r 03.1 ilNTENTTONALLY BLANKI

103.2 Appointment. The Building Official is appointed by the authorized representative
of the authority having jurisdiction.

103.3 Deputies. ln accordance with the prescribed procedures of this jurisdiction and
with the concurrence of the appointing authority, the Buildíng Official has the authority to
appoint a deputy Building Official, the related technical officers, inspectors, plan
examiners and other agents. Such appointed agents have powers as delegated by the
Building Official.

SECTION 104 DUTIES AND POWERS OF BUILD¡NG OFF¡CIAL
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104.1 General. The Building Official is authorized and directed to enforce the provisions
of the codes. The Building Official has the authority to render interpretations of the
codes and to adopt policies and procedures in order to clarify the application of its
provisions. Such interpretations, policies and procedures must be in compliance with
the intent and purpose of the codes. Such policies and procedures do not have the
effect of waiving requirements specifically provided for in the codes.

104.2 Applications and permits. The Building Official will receive applications, review
construction documents and issue permits for the erection, and alteration, demolition
and moving of buildings and structures, inspect the premises for which such permits are
issued and enforce compliance with the provisions of the codes.

104.3 Notices and orders. The Building Official is authorized to issue all necessary
notices or orders to ensure compliance with the codes.

104.4 lnspections. The Building Official is authorized to make all of the required
inspections and the Building Official has authority to accept reports of inspection by
approved agencies or individuals. Reports of such inspections must be in writing and be
certified by a responsible officer of such approved agency or by the responsible
individual. The Building Official is authorized to engage such expert opinion as deemed
necessary to report upon unusual technical issues that arise, subject to the approval of
the appointing authority.

104.5 ldentification. The Building Official and appointees must carry proper
identification when inspecting structures or premises in the performance of duties under
the codes.

104.6 Right of entry. Where it is necessary to make an inspection to enforce the
provisions of the codes or where the Building Official has reasonable cause to believe
that there exists in a structure or upon a premises a condition which is contrary to or in
violation of the codes which makes the structure or premises unsafe, dangerous or
hazardous, the Building Official is authorized to enter the structure or premises at
reasonable times to inspect or to perform the duties imposed by the codes, provided
that if such structure or premises be occupied that credentials be presented to the
occupant and entry requested. lf such structure or premises is unoccupied, the Building
Official must first make a reasonable effort to locate the owner or other person havíng
charge or control of the structure or premises and request entry. lf entry is refused, the
Building Official may take additional legal actions to obtain entry to the premises.

104.7 Department records. The Building Official must keep official records of
applications received, permits and certificates issued, fees collected, reports of
inspections, and notices and orders issued. Such records must be retained in the official
records for the period required for retention of public records.

104.8 Liability. The Building Official, member of the board of appeals or employee
charged with the enforcement of this code, while acting for the City in good faith and
without malice in the discharge of the duties required by the codes or other pertinent law
or ordinance, will not thereby be civilly or criminally rendered liable personally and is
hereby relieved from personal liability for any damage accruing to persons or property
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as a result of any act or by reason of an act or omission in the discharge of official
duties.

104.8.1 Legal Defense. Any suit or criminal complaint instituted against an officer or
employee because of an act performed by that officer or employee in the lavt¡ful
discharge of duties and under the provisions of the codes must be defended by legal
representatives of the City until the final termination of the proceedings. The Building
Official or any subordinate will not be liable for cost in any action, suit or proceeding that
is instituted in pursuance of the provisions of the codes.

104.9 Approved materials and equipment. Materials, equipment and devices
approved by the Building Official must be constructed and installed in accordance with
such approval.

104.9.1 Used materials and equipment. The use of used materials which meet the
requirements of the codes for new materials is permitted. Used equipment and devices
cannot be reused unless approved by the Building Official.

104.10 Modifications. Where there are practical difficulties involved in carrying out the
provisions of the codes, the Building Official has the authority to grant modifications for
individual cases, upon application of the owner or owner's representative, provided the
Building Official must first find that special individual reason makes the strict letter of the
codes impractical and the modification is in compliance with the intent and purpose of
the codes and that such modification does not lessen health, accessibility, life and fire
safety, or structural requirements. The details of action granting modifications must be
recorded and entered in the City's files.

104.11 Alternative materials, design and methods of construction and equipment.
The provisions of the codes are not intended to prevent the installation of any material
or to prohibit any design or method of construction not specifically prescribed by the
codes, provided that any such alternative has been approved. An alternative material,
design or method of construction must be approved where the Building Official finds that
the proposed design is satisfactory and complies with the intent of the provisions of the
codes, and that the material, method or work offered is, for the purpose intended, at
least the equivalent of that prescribed in the codes in quality, strength, effectiveness,
fire resistance, durability and safety. Where the alternative material, design or method
of construction is not approved, the Building Official must respond in writing, stating the
reasons why the alternative was not approved.

104.11.1 Research reports. Supporting data, where necessary to assist in the approval
of materials or assemblies not specifically provided for in the codes, consists of valid
research reports from approved sources.

104.11.2 Tests. Whenever there is insufficient evidence of compliance with the
provisions of the codes, or evidence that a material or method does not conform to the
requirements of the codes, or in order to substantiate claims for alternative materials or
methods, the Buildíng Official has the authority to requíre tests as evidence of
compliance to be made at no expense to the jurisdiction. Test methods are as specified
in the codes or by other recognized test standards. ln the absence of recognized and
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accepted test methods, the Building Official may approve the testing procedures. Tests
must be performed by an approved agency. Reports of such tests must be retained by
the Building Official for the period required for retention of public records.

SECTION 105 PERMITS

105.1 Required. Any owner or authorized agent who intends to construct, enlarge,
alter, repair, move, demolish, or change the occupancy of a building or structure, or to
erect, install, enlarge, alter, repair, remove, convert or replace any electrical, gas,
mechanical or plumbing system, the installation of which is regulated by the codes, or to
cause any such work to be done, must obtain a valid permit from the Building Official.

Work performed without a permit is a misdemeanor. ln addition, any such work
constitutes a public nuisance and may be abated in accordance with the MPMC.

105.1.1 Time-based permit. ln lieu of an individual permit for each alteration to an
already approved electrical, gas, mechanical or plumbing installation, the Building
Official is authorized to issue a permit, valid for a specific time period not exceeding one
year, upon application therefore to any person, firm or corporation regularly employing
one or more qualified trade persons in the building, structure or on the premises owned
or operated by the applicant for the permit.

The Building Official may detail the scope, parameters and conditions of this permit. The
permit may be revoked when it is determined by the Building Official that the outlined
scope, parameters, conditions or intent of the codes is not upheld by the permittee. The
Building Official has access to such records at all times and such records must be filed
with the Building Official as designated.

105.2 Work exempt from permit. Exemptions from permit requirements of the codes
are not deemed to grant authorization for any work to be done in any manner in
violation of the provisions of the codes or any other applicable law or policy. Except
when othenruise subject to City review and approval or when othenryise required by
State or local laws, regulations or standards, permits are not required for the following:

Building:

One-story detached accessory structures used as tool and storage sheds,
playhouses and similar uses, provided the floor area does not exceed 120
square feet and conforms to the zoning regulations of the MPMC.

Masonry walls or fences not over 4 feet high and other walls or fences not
over 7 feet high. Walls supporting a surcharge or impounding Class l, ll or
lll A liquids are not exempt from permit.

Retaining walls that are not over 4 feet in height measured from the
bottom of the footing to the top of the wall.

1

2.

3.

4. Oil derricks.
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Electrical:

3

6

5. Water tanks supported directly on grade if the capacity does not exceed
5,000 gallons and the ratio of height to diameter or width is not greater
than 2:1.

Sidewalks and driveways that are not more than 30 inches above adjacent
grade, not over any basement or story below, not part of an accessible
route and not part of a commercial site.

7 Painting, papering, tiling, carpeting, cabinets, counter tops and similar
finish work.

Temporary motion pícture, television and theater stage sets and scenery.

Prefabricated swimming pools accessory to a Group R-3 occupancy that
are less than 18 inches deep, do not exceed 5,000 gallons and are
installed entirely above ground.

Shade cloth structures constructed for nursery or agricultural purposes,
not including service systems.

11 Swings and other playground equipment accessory to detached one-and
two-family dwellings.

12. Window awnings supported by an exterior wall that do not project more
than 54 inches from the exterior wall and do not require additional support
of Group R-3 and U occupancies.

13 Non-fixed and movable fixtures, cases, racks, counters and partitions not
over 5 feet 9 inches in height.

I
I

10

1

2

Repairs and maintenance: Minor repair work, including the replacement of
lamps or the connection of approved portable electrical equipment to
approved permanently installed receptacles.

Radio and television transmitting stations: The provisions of the codes
must not apply to electrical equipment used for radio and television
transmissions, but do apply to equipment and wíring for a power supply
and the installations of towers and antennas.

Temporary testing systems: A permit must not be required for the
installation of any temporary system required for the testing or servicing of
electrical equipment or apparatus.

Gas

1. Portable heating appliance
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2. Replacement of any minor part that does not alter approval of equipment
or make such equipment unsafe.

Mechanical:

Portable heating appliance.

Portable ventilation equipment.

Portable cooling unit.

Steam, hot or chilled water piping within any heating or cooling equipment
regulated by the codes.

Replacement of any part that does not alter its approval or make it unsafe.

Portable evaporative cooler.

Self-contained refrigeration system containing 10 pounds or less of
refrigerant and actuated by motors of t horsepower (746 W) or less.

The stopping of leaks in drains, water, soil, waste or vent pipe, provided,
however, that if any concealed trap, drain pipe, water, soil, waste or vent
pipe becomes defective and it becomes necessary to remove and replace
the same with the new material, such work is considered new work and a
permit must be obtained and inspection made as provided in the codes.

The clearing of stoppages or the repairing of leaks in pipes, valves or
fixtures and the removal and reinstallation of water closets, provided such
repairs do not involve or require the replacement or rearrangement of
valves, pipes or fixtures.

105.2.1 Emergency repairs. Where equipment replacements and repairs are
performed in an emergency situation, the permit application must be submitted within
the next working business day to the Building Official.

105.2.2 Repairs. Application or notice to the Building Official is not required for ordinary
repairs to structures, replacement of lamps or the connection of approved portable
electrical equipment to approved permanently installed receptacles. Such repairs do not
include the cutting away of any wall, partition or portion thereof, the removal or cutting of
any structural beam or load-bearing support, or the removal or change of any required
means of egress, or rearrangement of parts of a structure affecting the egress
requirements; nor do ordinary repairs include addition to, alteration of, replacement or
relocation of any standpipe. water supply, sewer, drainage, drain leader, gas, soil,
waste, vent or similar piping, electric wiring or mechanical or other work affecting public
health or general safety.
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105.2.3 Public service agencies. A permit is not required for installation, alteration or
repair of generation, transmission, distribution or metering or other related equipment
that is under the ownership and control of public service agencies by established right.

105.3 Application for permit. To obtain a permit, the applicant must first file an
application therefore in writing on a form furnished by the Building Official for that
purpose. Such application must:

ldentify and describe the work to be covered by the permit for which
application is made.

Describe the land on which the proposed work is to be done by legal
description, street address or similar description that will readily identify
and definitely locate the proposed building or work.

3. lndicate the use and occupancy for which the proposed work is intended

4 Be accompanied by construction documents and other information as
required in Section 106.

State the valuation of the proposed work.

Be signed by the applicant, or the applicant's authorized agent.

Give such other data and information as required by the Building Official

105.3.1 Action on application. The Building Official will examine or cause to be
examined applications for permits and amendments within a reasonable time after filing.
lf the application or the construction documents do not conform to the requirements of
applicable law, the Building Official must reject such application in writing.

No building permit or other similar applicable permit bearing on property development or
use including additions, modifications or revisions may be issued unless and until the
review and approval of all other departments and agencies having legal authority for
review of construction projects have found the construction project to be in compliance
with all applicable code provisions or entitlements.

When the Building Official is satisfied that the proposed work conforms to the
requirements of applicable law, the Building Official must issue a permit in accordance
with applicable law.

105.3.2 Time limitation of application. An application for a permit for any proposed
work is deemed abandoned 180 days after the date of filing, unless such application
has been pursued in good faith or a permit has been issued. The Building Official is
authorized to grant one or more extensions of time for additional periods of an
unexpired application not exceeding 180 days. The extension must be requested in
writing and justifiable cause demonstrated.

1
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Expired application, plans and other data submitted may be returned to the applicant; or
when not stamped as "REVIEWED FOR CODE COMPLIANCE" may be destroyed by
the Building Official.

Permit applications which were submitted as a result of a Code Enforcement notice of
violation and subsequently not issued within 90 days of filing are deemed expired. The
Building Official may authorize the extension of time for justifiable good cause.

105.4 Permit issuance. The application, plans, specifications, computations, and other
data filed by an applicant for a permit will be reviewed by the Building Official. Such
plans may be reviewed by other City officials to verify compliance with applicable law. lf
the Building Official finds that the work described in an application for a permít and the
plans, specifications and other data filed therewith conform with applicable law, and that
the specified fees have been paid, the permit must be issued.

When the Building Official issues the permit where plans are required, they must
endorse in writing or stamp the plans and specifications "REVIEWED FOR CODE
COMPLIANCE." Such approved plans and specifications cannot be changed, modified
or altered without authorization from the Building Official, and all work regulated by the
codes must be done in accordance with the approved plans.

105.5 Validity of permit. lssuing a permit or approving plans, specifications, and
computations cannot be construed to be a permit for, or an approval of, any violation of
applicable law. Permits presuming to give authority to violate or cancel the provisions of
the codes or other ordinances of the City are not valid.

lssuing a permit based on construction documents and other data does not prevent the
Building Official from requiring the correction of errors in the construction document and
other data. Any addition to or alteration of approved construction documents must be
approved in advance by the Building Official, as evidenced by the issuance of a new or
amended permit. The Building Official is also authorized to prevent occupancy or use of
a structure where in violation of the codes or of any other ordinances of this City.

105.6 Expiration. Every permit issued by the Building Official under the provisions of
the codes will expire by limitation and become null and void if the building or work
authorized by such permit is not commenced within 180 days from the date of permit
issuance, or if the building or work authorized by such permit is suspended or
abandoned at any time after the work is commenced for a period of 180 days. Before
such work can be commenced or recommenced, a permit must first be renewed or
reissued.

For the purpose of this section, if an inspection approval is not recorded, the work
authorized by the permit is deemed not commenced or recommenced.

(1) Requesting extension of an unexpired permit: Any permittee holding an unexpired
permit may apply for an extension of time within which permittee may commence work
under that permit when he is unable to commence or recommence work within the time
required by this section for good and satisfactory reasons. The Building Official may
extend the time for action by the permittee for a period not more than 180 days upon
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written request by the permittee showing justifiable cause beyond the control of the
permittee have prevented action from being taken. Subject to approval of the Building
Official, permits extended in this manner do not require additional permit fees.

(2) Requesting reissuance of an expired permit: Any permittee holding a permit which
has expired may apply for a renewal or reissuance of the permit subject to compliance
with current regulations and payment of plan check and permit fees. Plans must be
resubmitted for plan check.

105.7 Suspension or revocation. The Building Official is authorized to suspend or
revoke a permit issued under the provisions of this code wherever the permit is issued
in error or on the basis of incorrect, inaccurate or incomplete information, or in violation
of any ordinance or regulation or any of the provisions of the codes.

105.8 Placement of permit. The building permit or a copy must be kept on the site of
the work until the completion of the project.

105.9 Responsibility. Every person who performs work for the installation or repair of
building, structure, electrical, gas, mechanical or plumbing systems, for which this code
is applicable, must comply with the codes.

105.10 Preliminary inspection. Before issuing a permit, the Building Official is
authorized to examine or cause to be examined buildings, structures and sites for which
an application has been filed.

105.11 Change of contractor or of ownership. A valid permit terminates upon a
change of ownership or a change of contractor regarding the building, structure or
grading for which said permit was issued if the work is not complete. A new permit is
required for the completion of the work. Permit and applicable State fees, will be made
for issuing a new permit under such circumstances. lf, however, changes have been
made to the plans and specifications last submitted to the Building Official, a permit fee
based upon the proposed changes may be levied.

105.12lncomplete construction. When a permit is revoked pursuant to Section 105.7
or abandoned pursuant to Section 105.6, the incomplete construction for which the
permit is issued constitute a public nuisance and must be appropriately abated as in
accordance with the procedure set forth in Chapter 16.02.

105.13 Surrender of permit. lf a portion of the work or construction covered by the
issued permit has not been commenced, the permittee may deliver such permit and
approved documents to the Building Official with request that such permit is to be
canceled. The Building Official will make note on the permit with or with like wording
"Canceled at the request of the Permittee." Thereupon the permit and documents
becomes null and void.

105.14 Liens to be discharged. A permit cannot be issued to any person or
corporation under the provision of this Title in respect to any property where the cost of
any building repair or abatement has been performed and a lien is recorded by the City,
unless and until the amount of said lien with interest, has been paid in full.
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SECTION I06 CONSTRUCTION DOCUMENTS

106.1 Submittal documents. Construction documents, statement of special
inspections, geotechnical reports and other data must be submitted in two or more sets
with each permit application. The construction documents must be prepared by a
registered design professional where required by the statutes of the City in which the
project is to be constructed. Where special conditions exist, the Building Official is
authorized to require additional construction documents to be prepared by a registered
design professional.

Exception: The Building Official is authorized to waive the submission of construction
documents and other data not required to be prepared by a registered design
professional if the Building Official finds that the nature of the work applied for is such
that review of construction documents is not necessary to obtain compliance with the
codes.

106.2 Information on construction documents. Construction documents must be
dimensioned and drawn upon suitable material. Electronic media documents are permit-
ted to be submitted when approved by the Building Official. Construction documents
must be of sufficient clarity to indicate the location, nature and extent of the work
proposed and show in detail that it will conform to the provisions of the codes and
relevant laws, ordinances, rules and regulations, as determined by the Building Official.

106.2.1 Fire protection system shop drawings. Shop drawings for the fire protection
system(s) must be submitted to indicate conformance with the codes and the
construction documents and must be approved before the start of system installation.
Shop drawings must contain all information as required by the referenced installation
standards in Chapter 9.

106.2.2 Means of egress. The construction documents must show in sufficient detail
the location, construction, size and character of all portions of the means of egress
including the path of the exit discharge to the public way in compliance wíth the
provisions of the codes. ln other than occupancies in Groups R-2, R-3, and l-1, the
construction documents must designate the number of occupants to be accommodated
on every floor, and in all rooms and spaces.

106.2.3 Exterior wall envelope. Construction documents for all buildings must describe
the exterior wall envelope in sufficient detail to determine compliance with the codes.
The construction documents must provide details of the exterior wall envelope as
required, including flashing, intersections with dissimilar materials, corners, end details,
control joints, intersections at roof, eaves or parapets, means of drainage, water-
resistive membrane and details around openings.

The construction documents must include manufacturer's installation instructions that
provide supporting documentation that the proposed penetration and opening details
described in the construction documents maintain the weather resistance of the exterior
wall envelope. The supporting documentation must fully describe the exterior wall
system which was tested, where applicable, as well as the test procedure used.
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106.2.4 Site plan. The construction documents submitted with the application for permit
must be accompanied by a site plan showing to scale the size and location of new
construction and existing structures on the site, distances from lot lines, the established
street grades and the proposed finished grades and, as applicable, flood hazard areas,
floodways, and design flood elevations; and it must be drawn in accordance with an
accurate boundary line survey. ln the case of demolition, the site plan must show
construction to be demolished and the location and size of existing structures and
construction that are to remain on the site or plot. The Building Official is authorized to
waive or modify the requirement for a site plan when the application for permit is for
alteration or repair or when othenryise warranted.

106.2.5 Structural information. The construction documents must provide the
information specified in Section 1603.

106.5 Examination of documents. The Building Official must examine or cause to be
examined the accompanying construction documents and must ascertain by such
examinations whether the construction indicated and described is in accordance with
the requirements of the codes and other applicable law.

106.6 Approval of construction documents. When the Building Official issues a
permit, the construction documents must be approved, in writing or by stamp, as
"Reviewed for Code Compliance." One set of construction documents so reviewed must
be retained by the Building Official. The other set must be returned to the applicant,
must be kept at the site of work and must be open to inspection by the Building Official
or a duly authorized representative.

106.6.1 Previous approvals. The codes cannot require changes in the construction
documents, construction or designated occupancy of a structure for which a lawful
permit was previously issued or othenryise lawfully authorized, and the construction of
which was pursued in good faith within 180 days after the effective date of the codes,
has not been abandoned or the Building Official has not determined the permit was
issued under false information.

106.6.2 Phased approval. The Building Official is authorized to issue a permit for the
construction of foundations or any other part of a building or structure before the
construction documents for the whole building or structure have been submitted,
provided that adequate information and detailed statements are filed complying with
pertinent requirements of the codes and the MPMC. The holder of such permit for the
foundation or other parts of a building or structure must proceed at the holder's own risk
with the building operation and without assurance that a permit for the entire structure
will be granted.

106.7 Design professional in responsible charge.

106.7.1 General. When it is required that documents be prepared by a registered
design professional, the Building Official must be authorized to require the owner to
engage and designate on the building permit application a registered design
professional who must act as the registered design professional in responsible charge.
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lf the circumstances require, the owner must designate a substitute registered design
professional in responsible charge who must perform the duties required of the original
registered design professional in responsible charge. The Building Official must be
notified in writing by the owner if the registered design professional in responsible
charge is changed or is unable to continue to perform the duties.

The registered design professional in responsible charge must be responsible for
reviewing and coordinating submittal documents prepared by others, including phased
and deferred submittal items, for compatibility with the design of the building.

Where structural observation is required, the statement of special inspections must
name the individual or firms who are to perform structural observation and describe the
stages of construction at which structural observation is to occur.

106.7.2 Deferred submittals. For the purposes of this section, deferred submittals are
defined as those portions of the design that are not submitted at the time of the
application and that are to be submitted to the Building Officialwithin a specified period.

Deferral of any submittal items must have the prior approval of the Building Official. The
registered design professional in responsible charge must list the deferred submittals on
the construction documents for review by the Building Official.

Documents for deferred submittal items must be submitted to the registered design
professional in responsible charge who must review them and forward them to the
Building Official with a notation indicating that the deferred submittal documents have
been reviewed and been found to be in general conformance to the design of the
building. The deferred submittal items must not be installed until the design and
submittal documents have been approved by the Building Official.

106.8 Amended construction documents. Work must be installed in accordance with
the approved construction documents, and any changes made during construction that
are not in compliance with the approved construction documents must be resubmitted
for approval as an amended set of construction documents,

106.9 Number of construction documents. One set of approved construction
documents must be retained by the Buildíng Official for a period of not less than that
required by state law and the City's retention policy.

SECTION 107 TEMPORARY STRUCTURES AND USES

107.1 General. The Building Official is authorized to issue a permit for temporary
structures and temporary uses. Such permits must be limited as to time of service, but
cannot be permitted for more than 180 days. The Building Official is authorized to grant
extensions for demonstrated good cause.

107.2 Conformance. Temporary structures and uses must conform to the structural
strength, fire safety, means of egress, accessibility, light, ventilation and sanitary
requirements of the codes as necessary to ensure public health, safety and general
welfare.
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107.3 Temporary power. The Building Official is authorized to give permission to
temporarily supply and use power in part of an electric installation before such
installation has been fully completed and the final certificate of completion has been
issued. The part covered by the temporary certificate must comply with the
requirements specified for temporary lighting, heat or power in the California Electrical
Code.

107.4 Termination of approval. The Building Official is authorized to terminate such
permit for a temporary structure or use and to order the temporary structure or use to be
discontinued.

SECTION 108 FEES

108.1 General. A fee as established by resolution of the City Council must be paid for
each plan review when submitted and each permit at time of issuance.

108.2 Permit fees. A fee for each required permit must be assessed in accordance with
the fee schedule adopted by City Council.

Failure to pay fees and obtain a permit before commencing work must be deemed a
violation of the codes, except when a program is established by the Building Official and
permit conditions are defined, or it can be proven to the satisfaction of the Building
Official that an emergency existed which made it impractical to first obtain the permit. A
violation must result in an assessment of an investigation fee in an amount equal to the
permit fee for the work undertaken without permit. Payment of a double fee must not
relieve any person from fully complying with the requirements of the codes nor from any
other penalties prescribed herein.

108.3 Plan review fees. When a plan or other data is ready to be submitted by Section
105.3, a plan-checking fee, in the amount as established by City Council must be paid
to the Building Official at the time of submitting plans and specifications for checking.
When submittal documents are incomplete or changes so as to require additional plan
review or when the project involves differed submittal items an additional fee must be
assessed in accordance with the fee schedule established by City Council.

108.4 lnvestigation fee. An investigation fee as established by Section 108.2 may be
charged by the Building Official whenever work for which a permit is required by the
codes has been commenced without first obtaining said permit. This fee must be paid
and the investigation must be made before the issuance of any permit for said work. An
investigation fee may be charged for any investigation of a building, structure, work
reports, certification or any other related work requested by an owner or authorized
agent of such owner.

108.5 Fee Refunds. The Building Official may authorize refunding of any fee paid
hereunder which was erroneously paid or collected. The Building Official may authorize
refunding of not more than 80 percent of the permit fee paid when no work has been
done under a permit issued in accordance with the codes, except that no refund will be
made for less than $100. The Building Official may authorize refunding of not more than
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80 percent of the plan review fee paid when an application for a permit for which a plan
review fee has been paid is withdrawn or canceled before any plan reviewing is
performed, exceptthat no refund will be madeforlessthan $100. The Building Official
cannot authorize refunding of any fee paid except on written application filed by the
original permittee not later than 60 days after the date of fee payment.

Permít and plan check fees will be refunded in their entirety when inadvertently paid for
a project outside the City or as duplicate fees, except that no refund will be made if 60
days have elapsed from the date of payment.

108.6 Additional plan review fees. Where plans are incomplete or changed so as to
require additional plan checking, an additional plan checking fee must be paid to the
Building Official based upon the value of construction of the proposed change or
redesign. ln establishing said fee, no allowance for a decreased valuation is permitted
due to the replacement, omission or lessening of any member or portion of the building
shown in the original plans. No additional fees can be charged for checking corrections
required by the Building Official; except where excessive plan reviews are performed,
additionalfees may be levied as established by City Council.

108.7 Change of Occupancy lnvestigation fee. A fee as established by City Council
resolution must be paid when an occupancy investigation inspection is required by the
Building Official. Note: The occupancy investigation fees are in addition to other
investigation fees and do not include the fees for the building permit, or fees for
electrical, plumbing or mechanical permits covering the alterations and/or repairs of the
occupancy conversion.

SECTION 109 INSPECTIONS

109.1 General. Construction or work for which a permit is required must be subject to
inspection by the Building Official and such construction or work must remain accessible
and exposed for inspection purposes unti! approved. Approval as a result of an
inspection cannot be construed to approve violations of applicable law. lnspections
presuming to give authority to violate or cancel the provisions of the codes or of other
ordinances of the City are not valid. lt is the duty of the permit applicant to cause the
work to remain accessible and exposed for inspection purposes. Neither the Building
Official nor the City is liable for expense entailed in the removal or replacement of any
material required to allow inspection.

109.2 Preliminary inspection. Before issuing a permit, the Building Official is
authorized to examine or cause to be examined buildings, structures and sites for which
an application has been filed.

109.3 Required inspections. The Building Official, upon notification, must make the
inspections set forth in Sections 109.3.1 through 109.3.10.

109.3.1 Footing and foundation inspection. Footing and foundation inspections must
be made after excavations for footings are complete and any required reinforcing steel
is in place, For concrete foundations, any required forms must be in place before
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inspection. Materials for the foundation must be on the job, except where concrete is
ready mixed in accordance with ASTM C 94, the concrete need not be on the job.

109.3.2 Goncrete slab and under-floor inspection. Concrete slab and under-floor
inspections must be made after in-slab or under-floor reinforcing steel and building
service equipment, conduit, piping accessories and other anclllary equipment items are
in place, but before any concrete is placed or floor sheathing installed, including the
subfloor.

109.3.3 Lowest floor elevation. ln flood hazard areas, upon placement of the lowest
floor, including the basement, and before further vertical construction, the elevation
certification required in Section 1612.5 must be submitted to the Building Official.

109.3.4 Frame inspection. Framing inspections must be made after the roof deck or
sheathing, all framing, fireblocking and bracing are in place and pipes, chimneys and
vents to be concealed are complete and the rough electrical, plumbing, heating wires,
pipes and ducts are approved.

109.3.5 Lath and gypsum board inspection. Lath and gypsum board inspections
must be made after lathing and gypsum board, interior and exterior, is in place, but
before any plastering is applied or gypsum board joints and fasteners are taped and
finished.

109.3.6 Fire-resistant penetrations. Protection of joints and penetrations in fire-
resistance-rated assemblies, smoke barriers and smoke partitions must not be
concealed from view until inspected and approved.

109.3.7 Energy efficiency inspections. lnspections must be made to determine
compliance with the California Energy Code, California Green Building Standards
Codes and must include, without limitation, inspections for: envelope insulation R and
U-values, fenestration U-value, duct system R-value, and HVAC and water-heating
equipment efficiency.

109.3.8 Other inspections. ln addition to the inspections specified in Section 109.3.1
through Section 109.3.7, the Building Official is authorized to make or require other
inspections of any construction work to ascertain compliance with the provisions of the
codes, standards and other laws that are enforced by the City.

109.3.9 Special inspections. For special inspections, see Section 1704 of the
California Building Code.

109.3.10 Final inspection. The final inspection must be made after all work required by
the building permit is completed.

109.4 Inspection agencies. The Building Official is authorized to accept reports of
approved inspection agencies, provided such agencies satisfy the requirements as to
qualifications and reliability.
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109.5 lnspection requests. lt is the duty of the holder of the building permit or their
duly authorized agent to notify the Building Official when work is ready for inspection. lt
is also the duty of the permit holder to provide access to and means for inspections of
such work that are required by the codes.

109.6 Approval required. Work cannot be done beyond the point indicated in each
successive inspection without first obtaining the approval of the Building Official. The
Building Official, upon notification, must make the requested inspections and must
either indicate the portion of the construction that is satisfactory as completed, or notify
the permit holder or their agent wherein the same fails to comply with the codes. Any
portions that do not comply must be corrected and such portion must not be covered or
concealed until authorized by the Building Official.

SECTION IlO CERTIFICATE OF OCCUPANCY

110.1 Use and occupancy.No building orstructure can be used oroccupied, and no
change in the existing use or occupancy classification of a building or structure or
portion thereof can be made until the Building Official has issued a certificate of
occupancy therefore as provided herein. The Building Official cannot issue a Certificate
of Occupancy to the builder upon the completion of a commercial structure where there
is tenant spaces. lnstead, a Certificate of Occupancy is issued to a business entity that
is going to occupy the building or a portion thereof. lssuance of a certificate of
occupancy must not be construed as an approval of a violation of the provisions of the
codes or other ordinances of the City. Certificates presuming to give authority to violate
or cancel the provisions of the codes or other ordinances are not valid.

Exception: The Building Official cannot issue Certificate of Occupancies for single and
duplex residential dwelling units and owner-occupied dwelling units, such as
townhomes, condominiums and U occupancies.

110.2 Time limitation of application. An application for a certificate of occupancy is
deemed abandoned 180 days after the date of filing, unless such application has been
pursued in good faith or a certificate of occupancy has been issued.

110.3 Certificate issued. After the Building Official inspects the building or structure
and finds no violations of the provisions of the codes or other laws that are enforced by
the City, the Building Official must issue a certificate of occupancy that contains the
following:

The building permit number

The address of the structure.

The name and address of the owner.

1.

2.

3.

4. A description of that portion of the structure for which the certificate is
issued.
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5. A statement that the described portion of the structure has been inspected
for compliance with the requirements of the codes for the occupancy and
division of occupancy and the use for which the proposed occupancy is
classified.

The name of the Building Official.

The edition of the code under which the permit was issued.

The use and occupancy, in accordance with the provisions of Chapter 3

The type of construction as defined in Chapter 6.

The design occupant load.

11. lf an automatic sprinkler system is provided, whether the sprinkler system
is required.

12. Any special stipulations and conditions of the building permít

110.4 Temporary occupancy. The Building Official is authorized to issue a temporary
certificate of occupancy before the completion of the entire work covered by the permit,
provided that such portion or portions must be occupied safely. The Building Official
must set a time períod during which the temporary certificate of occupancy is valid.

ln the event the building is not completed and ready for final inspection in the time
prescribed by the Building Official, the building must be vacated and the utilíties
disconnected until such time the building is completed, final inspection is completed and
a Certificate of Occupancy is issued.

110.5 Revocation. The Building Official is authorized to, in writing, suspend or revoke a
certificate of occupancy or completion issued under the provisions of the codes
wherever the certificate is issued in error, or on the basis of incorrect information
supplied, or where it is determined that the building or structure or portion thereof is in
violation of any ordinance or regulation or any of the provisions of the codes.

SECTION 11I SERVICE UTILITIES

111.1 Gonnection of service utilities. Connections from a utility, source of energy, fuel
or power to any building or system that is regulated by the codes for which a permit is
required, must not be established until released by the Building Official.

111.2 Temporary connection. The Building Official has authority to authorize the
temporary connection of the building or system to the utility source of energy, fuel or
power.

Temporary connections may be terminated by the Building Official in the event the
permit for such work expíres, temporary occupancy is terminated, or it is determined by
the Building Officialthat conditions associated with the connected utility are not met.

6

7

I

I

10.
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111.3 Authority to disconnect service utilities. The Building Offìcial may authorize
disconnection of utility service to the building, structure or system regulated by the
codes and the codes referenced in case of emergency where necessary to eliminate an
immediate hazard to life or property. The Building Official must notify the serving utility,
and wherever possible the owner and occupant of the building, structure or service
system of the decision to disconnect before taking such action. lf not notified before
disconnecting, the owner or occupant of the building, structure or service system must
be notified in writing, as soon as practical thereafter.

SECTION 112 BOARD OF APPEALS

112.1 General. ln order to hear and decide appeals of orders, decisions or
determinations made by the Building Official relative to the application and interpretation
of this code, there must be and is hereby created a board of appeals. The board of
appeals must be appointed by the City Council and holds office at its pleasure. The
board may adopt rules of procedure for conducting its business.

112.2 Limitations on authority. The Board of Appeals does not have authority relative
to interpretation of the administrative provisions of the codes nor is the Board
empowered to waive requirements of the codes. The application for appeal must be
based on a claim that the true intent of the codes or the rules legally adopted
thereunder have been incorrectly interpreted where the provision of the codes do not
fully apply, or where an equally good or better form of construction is proposed.

112.3 Qualifications. The board of appeals must consist of members who are qualified
by experience and training to pass on matters pertaining to building construction and
are not employees of the City.

112.4 Applications, fees and findings. Any person appealing the decision of the
Building Official must file with the Building Official a written application accompanied by
a filing fee in accordance with the fee schedule adopted by City Council resolution at
any time not more than 20 calendar days after the decision of the Building Official.

The application must set forth and include any information as the Building Official may
require.

Upon the filing of a verified application, the Building Offícíal must transmit said
application forthwith to the Board of Appeals, and such board must investigate,
examine, review, hear testimony, from and on behalf of the applicant, and must render
findings and decisions on the matter in writing to the applicant with a duplicate copy to
the Building Official within 20 days after the conclusion of its proceedings, the Building
Official must make all findings and decisions available to the public without fees.

SECTION 1I3 VIOLATIONS AND PENALTIES

113.1 General. Violation of the codes constitutes a misdemeanor. ln addition, such
violation constitutes a public nuisance subject to abatement in accordance with
applicable law.
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113.2 Notice of violation. The Building Official is authorized to serve a notice of
violation or order on the person responsible for the erection, construction, alteration,
extension, repair, moving, removal, demolition or occupancy of a building or structure in
violation of the provisions of the codes, or in violation of a permit or certificate issued
under the provisions of the codes. Such order must direct the discontinuance of the
illegal action or condition and the abatement of the violatíon.

113.3 Prosecution of violation. lf the notice of violation is not complied with promptly,
the Building Official is authorized to request the legal counsel of the jurisdiction to
institute the appropriate proceeding at law or in equity to restrain, correct or abate such
violation, or to require the removal or termination of the unlavyful occupancy of the
building or structure in violation of the provisions of the codes or of the order or direction
made pursuant thereto.

113.4 Violation penalties. Any person who violates a provision of the codes or fails to
comply with any of the requirements thereof or who erects, constructs, alters or repairs
a building or structure in violation of the approved construction documents or directive of
the Building Official, or of a permit or certificate issued under the provisions of the
codes, is subjected to penalties as prescribed by law.

SECTION 114 STOP WORK ORDER

114.1 Authority. Whenever the Building Official finds any work regulated by the codes
being performed in a manner either contrary to the provisions of the codes or dangerous
or unsafe, the Building Official is authorized to issue a stop work order.

114.2lssuance. The stop work order must be in writing and must be given to the owner
of the property involved, or to the owner's agent, or to the person doing the work. Upon
issuance of a stop work order, the cited work must immediately cease. The stop work
order must state the reason for the order, and the conditions under which the cited work
will be permitted to resume.

114.3 Unlawful continuance. Any person who continues any work after having been
served with a stop work order, except such work as that person is directed to perform to
remove a violation or unsafe condition, is subjected to penalties as prescribed by law.

SECTION 115 UNSAFE STRUCTURES AND BUILDINGS

115.1 General. All buildings, structures or existing equipment that are or hereafter
become unsafe, insanitary or deficient because of inadequate means of egress
facilities, inadequate light and ventilation, or which constitute a fire hazard, or are
othenruise dangerous to human life or the public welfare, or that involve illegal or
improper occupancy or inadequate maintenance, are, for the purpose of this section,
unsafe conditions. All such unsafe buildings or conditions are public nuisances and
must be abated by repair, rehabilitation, improvement, removal, or demolition, in whole
or part. A vacant building or structure that is not secure against entry must be deemed
unsafe."
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SECTION 4 Chapter 16.05 of the MPMC to read is amended in its entirety to read as
follows:

"Chapter 16.05 BUILDING CODE

16.05.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Building Code, 2016 Edition, as published in Title 24, Parts 2, Volume 1

and 2 of the California Code of Regulations.

16.05.020. Chapter 1, Division ll Scope and Administration amended.

The text within Chapter 1 Division ll is deleted and replaced with the following

Division II

Administrative Provisions

Section 101 . For administrative provisions for this Code, see Section 16.01 .040.

16.05.030. Section 202 amended.

Section 202, definition of "swimming pool" is deleted in its entirety and replaced to read
as follows:

202 Definitions. Swimminq Pool. Anv structure intended for swimminq. recreational
bathino or wadino that contains water over I I inches deep. This includes in-qround,
above qround and on-qround pools: hot tubs: spas and fixed-in-place wading pools.

16.05.040. Section 903.1.2 added.

Section 903.1.2 is added to read as follows:

903.1.2 Partial Automatic Fire Suppression Svstems Prohibited. Whenever an
automatic fire suppression system is installed for any portion of any building or
structure. an automatic fire suppression svstem must be installed for the entire building
or structure.

16.05.050. Section 903.2 amended.

Section 903.2 is amended to read as follows:

903.2 Where required. Approved automatíc extinguishing systems must be installed

1. ln all new buildings regardless of the type of construction or occupancy

Exceptions
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1.1 Detached Group U occupancies, providing the floor area does not
exceed 1000 square feet.

1.2 Other minor buildings and/or occupancies as approved by the Fire
Chief.

2 ln existing buildings with new occupancies as required by other sections of
the Fire Code.

1 6.05.060. Section 903.3.1.1 amended

Section 903.3.1.1 is amended to read as follows

903.3.1.1 NFPA l3 sprinklersystems. ln otherthan residential buildings that are not
over two stories in height, automatic sprinkler systems will be designed and installed in
accordance with the NFPA 13, 2016 Edition as amended in Chapter 35 except as
provided in Section 903.3.1.1.1.

16.05.070. Section 903.3.1.1.2 added.

Section 903.3.1.1.2 is added to read as follows:

903.3.1.1.2 Riser room location. ln structures over three stories in heiqht or served bv

n location. The riser room must be accessible to eme
personnel from the exterior of the buildinq.

16.05.080. Section 903.3.1.2 amended.

Section 903.3.1.2 is amended to read as follows

903.3.1.2. NFPA 13R sprinkler systems. Where allowed in buildings of Group R, up to
and including two stories in height, automatic sprinkler systems will be installed
throughout in accordance with NFPA 13R, 2016 Edition as amended in Chapter 35.

Sec. 16.05.090. Section 903.3.1.2.3 added.

Section 903.3.1.2.3 is added to read as follows:

903.3.1.2.3 Attic and basement spaces. In residentíal buildinqs with automatic
sprinkler svstems desioned and installed in accordance with NFPA 13R, attics and
basements used for storaqe purposes must be fullv sprinklered with residential tvoe
heads.

Sec. 16.05.100. Section 903.3.1.3 amended.

Section 903.3.1.3 is amended to read as follows:

903.3.1.3. NFPA 13D sprinkler systems. Where allowed, automatic sprínkler systems
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will be installed in one- and two-family dwellings will be installed throughout in
accordance with NFPA 13D,2016 Edition as amended in Chapter 35.

Sec. 16.05.110. Section 903.3.1.3.1 added.

Section 903.3.1.3.1 is added to read as follows:

903.3.1.3.1. Detailed requirements. Automatic sprinkler svstem protection for one and
two-familv dwellinqs will be desiqned and installed in accordance with NFPA 13D. 2016
Edition with the followinq modifications:

A local water flow alarm must be provided for all sprinkler systems.

Attics and basements used for storaoe ourposes must be fullv sprinklered
with residential tvoe heads.

Overhead pipíng must be hvdrostaticallv tested for leakaoe at 200 psi for
two hours and inspected before drvwall or insulation installation.

4. A minimum of three soare reoresentative snnnkler heacis and installation

1

2

3

wrench must be provided at an approved location.

Sec. 16.05.120. Section 903.3.5 amended.

Section 903.3.5 is amended to read as follows:

903.3.5 Water Supplies. Water supplies for automatic sprinkler systems must comply
with this section and the standards referenced in section 903.3.1. The potable water
supply must be protected against backflow in accordance with the Health and Safety
Code. Hydraulic calculations for systems designed per NFPA 13, 13D, or 13R will
include a ten percent (10%) reduction from the available supply source.

Sec. 16.05.130. Section 903.6 added.

Section 903.6 is added to read as follows:

903.6 Existing Occupancies. An automatic sprinkler svstem will be installed in existinq
occupancies as follows:

ln all commercial and industrial buíldinos qreater than 5000 square feet in
area when enlarqed by an addition to the existino structure or as required
bv the Fire Chief.

2. ln all commercial and industrial buildinos equal to or less than 5000
cnr rare feef tn 2rêa when enlarnod an addition to the existin structure

1

?l

exceeds 5000 square feet or as required bv the Fire Chief.

ln all commercial and industrial buildinos when an addition to the existinq3.
area exceeds fiftv oercent (50%) withi n ânv twelve month oeriocJ
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4. ln all residential occupancies when an addition to the existinq livinq area
exceeds fiftv percent (50%l within anv twelve month period.

As required by the Fire Code due to a chanqe in occupancy

As required bv the Fire Code in Chapter 11.

Section 907.1.6 is added to read as follows:

907.1.6 Multiple Fire Alarm Systems. Multiple fire alarm svstems within sinqle
protected premises must be interconnected and must transmit siqnals as one svstem.

Sec. 16.05.150. Table 1505.1 amended.

Table 1505.1 amended, by the deletion of Table 1505.1 and the addition of a new Table
1505.1 thereto, to read as follows:

TABLE 1505.I
MINIMUM ROOF GOVERING CLASSIFICATIONS

Sec. 16.05.160. Section 1505.1.3 amended.

Section 1505.1 .3 is amended to read as follows

1505.1.3. Roof coverings within all other areas. The entire roof covering of every
existing structure where more than 50 percent of the total roof area is replaced within any
one-year period, the entire roof covering of every new structure, and any roof covering
applied in the alteration, repair or replacement of the roof of every existing structure, will be
a fire-retardant roof covering that is at least Class A.

16.05.170. Section 1507.3.1 amended.

Section 1507.3.1 is amended to read as follows:

1507.3.1 Deck requirements. Concrete and clay tile must be installed only over solid
@ structural sheathing boards.

16.05.180. Section 1613.5.2 added.

5

6

Sec. 16.05.140. Section 907.1.6 added.

TYPES OF CONSTRUCTION
IA IB ilA ilB iltA iltB IV VA VB
A A A A A A A A A

Section 1613.5.2 is added to read as follows
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1613.5.2 Structural Separation. Modify ASCE 7 Section 12.12.3 Equation 12.12-1 as
follows:

õ)c
cdE*"

Ie
(12.12-11

16.05.190. Section 1613.5.3 added.

Section 1613.5.3 is added to read as follows:

1613.5.3 Values for Vertical Gombinations. Modifv ASCE 7 Section 12.2.3.1
Exception 3 as follows:

3. Detached one- and two-family dwellings up to two stories in heioht of light frame
construction.

16.05.200. Section 1613.5.4 added.

Section 1613.5.4 is added to read as follows:

l613-5-4 Wood Diaohraoms. Mod ifv ASCE 7 Section 12.11.2.3 as follows

12.11.2.2.3 Wood Diaphragms. ln wood diaphragms, the continuous ties must
be in addition to the diaphragm sheathing. Anchorage must not be accomplished
by use of toe nails or nails subject to withdrawal nor will wood ledgers or framing
be used in cross-grain bending or cross-grain tension. The diaphragm sheathing
must not be considered effective as providing ties or struts required by this
section.

For structures assioned to Seism íc Desion Cateoorv D. E or F. wood
diaphraqms supporting concrete or masonrv walls must complv with the
followino:

The spacinq of continuous tiesis not to exceed 40 feet. Added
chords of diaphraqms mav be used to form subdiaphraoms to
transmit the anchorage forces to the main continuous crossties.

The maximum diaphraom shear used to determine the depth of the
subdiaohraom must not exceed 75o/o of the maximum diaphraom
shear.

16.05.210. Section 1613.5.5 added.

1

2

Section 1613.5.5 is added to read as follows:
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1613.5.5 Maximum Spg Value in Determination of Cu and Er. Modifv ASCE 7 Section
12.8.1.3 as follows:

12-8=l-3 Maximum S" Value in Ðeterminatien ef C"-Fer regular struetures five

1 ,5 er 80 pereent ef the value ef S" determined per Seetien 1 1 . 1.1 er 1 1 ,4,7,

12.8.1.3 Maximum Sos Value in Determination of G" and Er. The value of C,
and Eu are permitted to be calculated using a value of Sos equal to 1.0 but not
less than 70o/o of Sos âs defined in Section 11.4.4, provided that all of the
following criteria are met:

1. The structure does not have irreoularities. as defined in Section
12.3.2:

2 The structure does not exceed five stories above the lower of the
base or qrade plane as defined in Section 11.2, and. where
present, each mezzanine level must be considered a story for the
purpose of this limit:

The structure has a fundamental period. T. that does not exceed
0.5 seconds. as determined usinq Section 12.8.2:

The structure meets the requirements necessary for the
redundancv factor. p. to be permitted to be taken as 1.0, in
accordance with Section 12.3.4.2:

5. The site soil properties are not classified as Site Classes E or F, as
defined in Section 11.4.2: and

The structure is classified as Risk Cateoorv I or ll. as defined in
Section 1.5.1.

16.05.220. Section 1613.7 added.

Section 1613.7 is added to read as follows:

1613.7 Seismic Desiqn Provisions for Hillside Buildinss.

1613.7.1 Purpose. The purpose of this section ís to establish minimum
requlations for the desiqn and construction of new buildinos and additions to
existino buildings when constructinq such buildinos on or into slopes steeper
than one unit vertical in three units horizontal (33.3%). These requlations
establish minimum standards for seismic force resistance to reduce the risk of
iniurv or loss of life in the event of earthquakes.

3.

4.

o
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1613.7.2 Scooe. The orovisions of this ction aonlv to the desion of the lateral-
m hilt tn s at and below the

diaphraom. The desiqn of the lateral-force- resistinq svstem above the base level
diaohraom must be in accordance with the orovisions for seismic and wind
desiqn as required elsewhere in this division.

Exceotion: Non-habitable accessorv build inos ancl decks not suooortino or
supported from the main buildinq are exempt from these requlations

1613.7.3 Definitions. For the ourooses of this section certain te rms âre definecl
as follows:

BASE LEVEL DIAPHRAGM is the floor at. or closest to. the too of the
hiohest level of the foundation.

DIAPHRAGM ANCHORS are assemblies that connect a diaphraom to the
adiacent foundation at the uphill diaphraqm edge.

DOWNHILL DIRECTION is the descendino direction of the slope
aooroximatelv ar to the slone contou rs_

FOUNDATION is concrete or masonry which supparts ê þulldrng
includinq footinqs, stem walls, nino walls. and orade beams

FOUNDATION EXTENDING IN THE DOWNHILL DIRECTION is a
foundation runninq downhill and approximatelv perpendicular to the uphill
foundation

HILLSIDE BUILDING is anv buildino or portion thereof constructed on or
into a slooe steeoer than one unit vertical in three units ho rizontel133 3ol")

lf onlv a portion of the buildino is supported on or into the slope. these
requlations applv to the entire buildino

PRIMARY ANCHORS are diaohrao anchors desioned for and orovidino
a direct connection as described in Sections 1613.7.5 and 1613.7.7.3
between the diaohraom and the uohill foundation.

SECONDARY ANCHORS are diaphraqm anchors deslsned for €nd
providinq a redundant diaphraqm to foundation connection. as described
in Sections 1613.7.6 and 1613.7.7.4.

UPHILL DIAPHRAGM EDGE is the edqe of the diaphraqm adiacent and
closest to the hiohest oround leve I at the oerimeter of the diaohraom.

diaphraom edqe.

1613.7.4 Analvsis and Desiqn.

undation rallel and closest to
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1613.7.4.1 General. Everv hillside buíld rno within the scooe of this
section must be analvzed. desiqned, and constructed in accordance with
the provisions of this division. When the code-prescribed wind desion
produces qreater effects. the wind desiqn qoverns. but detailinq
requirements and limitations prescribed in this and referenced sections
must be followed.

1613.7.4.2 Base Level Diaphraqm-Downhill Direction. The followino
rons a to the seismic ana is and

the base level diaphraqm in the downhill direction.

1613.7.4.2.1 Base for Lateral Force Desiqn Defined. Forseismic
forces actino in the downhill direction. the base of the buildinq is the
floor at or closest to the top of the hiqhest level of the foundation

1613.7.4.2.2 Base Shear. ln developino the base shear for seismic
desiqn. the response modification coefficient (R) is not to exceed 5
for bearinq wall and buildinq frame svstems. The total base shear
must include the forces tributary to the base level diaphraqm
includinq forces from the base level diaphraqm.

1613.7.5 Base Shear Resistance-Primary Anchors.

1613.7.5.1 General. The base r in the downhill direction must be
resisted throuoh primary anchors diaohraom struts orovided in the
base level diaphraqm to the foundation.

1613.7.5.2 Location of Primarv Anchors. A primary anchor and
diaohraom strut must be orovided in ne with each foundation extendino in
the downhill direction. Primarv anchors and diaphraqm struts must also be
provided where interior vertical lateral-force-resistinq elements occur
above and in contact with the ba level diaohraom. The soacino of
primarv anchors and diaphragm struts or collectors is not to exceed 30
feet (9144 mm).

1613.7.5.3 Desiqn of Primary Anchors and Diaphragm Struts. Primary
anchors and diaphraqm struts must be desiqned in accordance with the
requirements of Section 1613.7.8.

1613.7.5.4 Limitations. The followi no lateral-force-resistino elements
must not be desioned to resist seismic forces below the base level
diaphraqm in the downhill direction

1. Wood structural nel wall sheathinn

Cement plaster and lath,2.

3. Gvpsum wallboard. and
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4. Tension onlv braced frames.

Braced frames desioned in accordance with the reouirements of
Section 2205.2.1.2 mav be used to transfer forces from the primarv
anchors and diaphraqm struts to the foundation provided lateral
forces do not induce flexural stresses in anv member of the frame
or in the diaphraom struts. Deflections of frames must account for
the variation in slooe of diaoonal members when the frame is not
rectanoular.

1613.7.6 Base Shear Resistance-Secondary Anchors.

1613.7.6.1 General. ln addition to the orimarv anchors reouired bv
Section 1613.7.5. the base shear in the downhill direction mav be resisted
throuqh secondary anchors in the uphill foundation connected to
dianh r2?t m qfrr lfc in the base level d ianhran m

Exception: Secondarv anchors not reouired where foundations
extendinq in the downhill direction spaced at not more than 30 feet
ß144 mm) on center extend up to and are directlv connected to the
base level diaphraqm for at least 70% of the diaphrasm depth.

1613.7.6.2 Secondarv Anchor Caoacitv and Soacino. Secondarv
anchors at the base level diaphragm must be desiqned for a minimum
force equal to the base shear. includinq forces tributarv to the base level
diaphraqm. but not less than 600 pounds per linealfoot (8.76 kN/m) based
on Allowable Stress Desiqn (ASD) s. The secondarv anchors must be
uniformlv distributed alono the uohill diaohraom edoe and must be soaced
a maximum of 4 feet (1219 mm) on center.

1613.7.6.3 Design. Secondary anchors and diaphraom struts must be
desiqned in accordance with Section 1613.7.8.

1613.7.7 Diaphraqms Below the Level-Downhill Direction. The
followino orovisions aoolv to the lateral analvsis and desion of the connections
for all diaohraoms below the base I diaohraom in the downhill direction

1613.7.7.1 Diaphraqm Defined. Every floor level below the base level
diaohraom must be ned as a diaohrâom"

1613.7.7.2 Desiqn Force. Each diaohraom below the base level
diaohraom must be desioned for al I tributarv loads at that level usino a
minimum seismic force factor not than the base shear coefficient.

1613.7.7.3 Desiqn Force Res Primarv Anchors. The desion
n1 13.7.7.2 must be resisted

anchors from diaphragm struts provided in each diaphraqm to the
foundation. Primarv anchors must be provided and designed in
accordance with the requirements and limitations of Section 1613.7.5.



Ordinance No.2140
Page 34 of 99

1613.7.7.4 Desiqn Force Resistance-Secondary Anchors.

1613.7.7.4.1 General. ln addition to the orimarv anchors reouired in
Section 1613.7.7.3. the desiqn force in the downhill direction must
be resisted throuoh secondarv anchors in the uphill foundation
connected to diaphragm struts in each diaphraqm below the base
level.

Exception: Secondary anchors are not required where
foundations extendino in the downhill direction, spaced at
not more than 30 feet 19144 mm) on center- extend uo to
and are directlv connected each diaohraom below the
base level for at least 70% of the diaphraqm depth.

1613.7.7.4.2 Secondarv Anchor Gaoacitv. Secondarv anchors at
each diaphraom below the base level diaphraqm must be desioned
for a minimum force equal to the desion force but not less than 300
pounds per lineal foot (4.38 kN/m) based on Allowable Stress

The second anchors
distributed alonq the uphill diaphraom edqe and must be spaced a
mâxtm um of 4 feet 1219 mm ì on eenter(

1613.7.7.4.3 Desiqn. Secondarv anchors and diaohraom struts
must be desiqned in accordance with Section 1613.7.8.

1613.7.8 Primarv and Secondarv Anchoraqe and Diaphragm Strut Desiqn.
Primarv and secondarv anchors and diaohraom struts must be desioned in

accordance with the followino provisions:

Fasteners. All bolted fasteners used to develop connections to
wood members must be provided with square plate washers at all
bolt heads and nuts. Washers must be minimum 0.229 inch bv 3
inches bv 3 inches (5.82 mm bv 76 mm bv 76 mm) in size. Nuts
must be tiohtened to finqer tiqht olus one half fi12) wrench turn
before coverino the framino

2 Fastenino. The diaohraom to ation anchoraoe must not be
accomplished bv the use of toenailinq. nails subiect to withdrawal.
or wood in cross-orain bendinq or cross-qrain tension.

3 Size of Wood Members. Wood diaohraom struts collectors. and
other wood members connected to orimarv anchors must not be
less than 3 inch (76 mm) nominal width. The effects of eccentricitv
nn urnnrl rnornharc rnr rcf he lr rafarl AS ra¡rr rirar{ na r ltem 9

Desion. Prímarv and secondarv anchoraqe. includino diaphraom
struts. splices. and collectors must be desioned for 125% of the
tributarv force.

1

4
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Allowable Stress lncrease. The one-third allowable stress increase
permitted under Section 1605.3.2 is not permitted when the workins

lowable stress des

6. Steel Element of Structural Wall Anchoraoe Svstem. The strenoth
desion forces for steel elements of the structural wall anchoraoe
crrcforrr urifh fha avnanfinn afa ¡lrn r bolts anr{ rainfnrninn cfaal

must be i bv 1.4 times the forces oth reouired.

7. Primarv Anchors. The load path for orimarv anchors and diaohraqm
struts must be fullv develooed into the diaohraom and into the
foundation. The foundation must be shown to be adequate to resist
the concentrated loads the orimarv anchors.

8. Secondarv Anchors. The load path for secondarv anchors and
diaphraqm struts must be fullv developed in diaohraom but
need not be developed bevond the connection to the foundation.

I Svmmetrv. All lateral force fou on anchoraoe and diaohraom
strut connections must be svmmetrical. Eccentric connections mav
be permitted when demonstrated bv calculation or tests that all
components of force have been provided for in the structural
analvsis or tests.

10 Wooci Ledoers. Wood ledoers m ust not be used to resist cross-
qrain bendinq or cross-orain tension.

1613.7.9 Lateral-Force-Resistinq E ements Normal to the Downhill

5

Direction.

1613.7.9.1 General. ln the direction normal to the downhill direction.
lateral-force-resistino elements must be desioned in accordance with the
requirements of this section

1613.7.9.2 Base Shear. ln developins the base shear for seismic desiqn.
the response modification coefficient (R) is not to exceed 5 for bearinq
wall and buildinq frame svstems.

1613.7.9.3 Vertical Distribution of Seismic Forces. For seismic forces
actinq normal to the downhill direction the distribution of seismic forces
over the heiqht of the buildino usino Section 12.8.3 of ASCE 7 must be
determined usino the heioht measured from the top of the lowest level of

uildi foundatio

1613.7.9.4 Drift Limitations. The storv drift the base level
diaohraom is not to exceed 0.007 times the storv heioht at strenoth desion
force level. The I drift from the base level diaoh to the too of the
foundation is not to exceed 3/4 inch 119 mm)- Where the storv heioht or
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the heiqht from the base level diaphraom to the top of the foundation
varies because of a stepped footino or storv offset. the heioht will be
measured from the average height of the top of the foundation. The storv

rift must not zontal dia

1613.7.9.5 of Lateral Forces.

1613.7.9.5.1 General. The desiqn lateral force must be distributed
to lateral-force-resistino elements of varvino heiqhts in accordance
with the stiffness of each individual element.

1613.7.9.5.2 Structural Panel She Walls- The
stiffness of a stepped wood structural panel shear wall mav be
determined bv dividino the wal I into adiacent rectanoular elements,
subiect to the same top of wall deflection. Deflections of shear walls
mav be esti bv AWC SDPWS Section 4.3 Sheathino and
fastenino reo for the stiffest section m be used for the
entire wall. Each section of wall must be anchored for shear and
uolift at each steo. The minimum horizontal lenoth of a steo must

8 feet m vertical h
must be 2 feet I inches (813 mm).

1613.7.9.5.3 Reinforced Concrete or Masonrv Shear Walls.
Reinforced concrete or shear walls must have forces
distributed in proportion to the riqiditv of each section of the wall.

1613.7.9.6 ons- The followino lateral no-elements
must not be designed to resist lateral forces below the base level
diaohraom in direction normal to the d ldirection:

Cement plaster and lath.

Gvpsum wa llboard. and

Tension-onlv braced frames.

Braced frames desiqned in accordance with the requirements of
Section 2205.2.1 .2 of this Code mav be desioned as lateral-force-
resistinO elements in the direction normal to the downhill direction.
provided lateral forces do not induce flexural stresses in anv

frame. will ccount
variation in slooe of diaoonal members when the frame is not
rectangular.

1613.7.10 Specific Desiqn Provisions.

1613.7.10.1 Footinss and Grade Beams. All footinqs and orade beams
must complv with the followins:

1.

2.

3.
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1. Grade beams must extend at least 12 inches 1305 mm)
below the lowest ad iacent orade and orovide a minimum 24
inch (610 mm) distance horizontallv from the bottom outside
face of the orade beam to the face of the descendino slooe.

2. Continuous footinqs must be reinforced with at least two No.
4 reinforcino rs at the too and two No. 4 rei bars at
the bottom.

3. All main footi and orade beam reinfo steel must
be bent into the intersectino footino and fullv developed
around each and intersection.

4. All concrete stem walls must from the foundation and
reinforced as reouired for ncrete or masonrv walls

1613.7.10.2 Protection Aoainst Decav and Termites. All wood to earth
separation must complv with the followinq:

1. Where a or orade beam extends across e

descending slope. the stem wall. orade beam. or footinq
must extend uo to a minimum 18 inches (457 mm) above the
hiohest ad iacent orade.

Exceotion: oaved oaraoe and entran ces
to the buildino. the stem wall need onlv extend to the
finished concrete slab. p the wood framino is
protected with a moisture proof barrier.

2. Wood ledqers suooortino a vertical load of more than 100
pounds per lineal foot (1.46 kN/m) based on Allowable
Stress Desion (ASD) levels and located within 48 inches
(1219 mm) of adiacent orade are prohibited. Galvanized
steel ledoers a anchor bolt with or without wood nailers or
treated or decav resistant sill plates supported on a concrete
or masonrv mav be used.

1613.7.10.3 Sill PIates. All sill plates and anchoraqe must complv with the
followino:

1 All wood framed walls. includino nonbearino walls. when
restino on a footino. n. or orade beam stem wall.
must be suooorted on wood sill olates bearino on a level
surface.

2. Power-driven fasteners must not be used to ançholgll
plates except at i

shear walls.
nterior nonbearinq walls not desioned as
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1613.7.1O.4 Golumn Base Plate orâde- The base of isolated wood
posts (not framed into a stud wall) supportino a vertical load of 4.000
pounds (17.8 kN) based on Allowable Stress Desion (ASD) levels or more
and the base olate for a steel column must comolv with the followino

1. When the oo or column is suooorted na nedestal
extendino above the top of a footinq or grade beam. the
pedestal must be desioned and reinforced as required for
concrete or masonry columns. The must be

minimum of four No
the bottom of the footinq or q e beam. The too of exterior
pedestals must be sloped for positive drainaqe.

2. The base plate anchor bolts or the embedd oortion of the
post base, and the vertical reinforcinq bars for the pedestal.
must be confined with two No. 4 or three No. 3 ties within the
too 5 inches (27 mm\ of the concrete or masonrv oedestal.
The base plate anchor bolts must be embedded a minimum
of 2O bolt d rs into the concrete or nrv oedestal.
The base plate anchor bolts and post bases must be
oalvanized and each anchor bolt must have at least 2
qalvanized nuts above the base plate.

1613.7.10.5 Steel Beam to Column Suooorts. All steel beam to column
supports must be positivelv braced in each direction. Steel beams must
have stiffener s installed on each side of the beam web at the
column. The stiffener olates must be welded to each beam flanoe and the
beam web. Each brace connection or structural member must consist of at
least two 5/8 inch (15.9 mm) diameter machine bolts.

16.05.230. Section 1613.8 added.

Section 1613.8 is added to read as follows:

1613.8 Suspended Geilings. Minimum desiqn and installation standards for suspended
ceilinos must be determined in accordance with the requirements of Section 2506.2.1 of
this Code and this section

1613.8.1 Scope. Th is oart contains soecial reouirements for susoended ceilinos
and liohtino svstems. Provisions of S n 13.5.6 of ASCE 7 aoolv exceot as
modified herein.

1613.8.2 General. e susoended ceilinos and liohtino s must be limited
to 6 feet (1828 mm) below the ral deck unless the lateral bracino is

desioned bv a licen enoineer or architect.

1613.8.3 Sorinkler Heads. All sorinkler heads (droos) of fire-resistance-
rated floor/ceilinq or roof/ceiling assemblies. must be desiqned to allow for free
movement of the sorinkler oioes with oversize rinos. sleeves or adaotors throuoh
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the ceilinq tile. Sprinkler heads and other oenetrations have a 2 inch
(50mm) oversize ring. sleeve, or adapter throuqh the ceilinq tile to allow for free
movement of at lea I inch l25mm) in all horizontal di Alfernativelv. a

swino ioint that can accommodate 1 inch (25 mm) of ceil movement in all
horizontal directions is permitted to be rovided at the too of the sorinkler head
extension

Sorinkler heads ino fire-resistance-rated floor/ceili nÕ or roof/ceilino
assemblies must complv with Section 714 of this Code.

1613.8.4 Soecial ouirements for Means of Eoress. Susnendecl ceilino
assemblies located alono means of eo servino an occuoant load of 30 or
more must complv with the following provisions.

1613-8-4-1 General. Ceilino susoension svstems must be connected and
braced with vert I hanoers attached directlv to the structu ral deck alono
the means of eqress servi no an occuoant load of or more and at
lobbies accessory to Group A Occupan cies. Soacino of vertical hanqers is
not to exceed 2 feet 1610 mm) on center alono the entire lenoth of the
suspended ceilino assemblv located alono the means of eqress or at the
lobbv.

1613.8.4.2 Assemblv Device. All lav-in panels must be secured to the
suspension ceiling assemblv with two hold-down clips minimum for each
tile within a 4-foot (1219 mm) radius of the exit liohts and exit siqns.

1613.8.4.3 Emerqencv Svstems. lndependent supports and braces must
be orovided for lioht fixtures required for exit illumination. Power suoplv for

ilt mination must co on 1008.3
this Code.

1613.8.4.4 Supports for Appendaqe. Separate support from the
structural deck m be orovided for all aooendaoes such as lioht fixtures.
air diffusers. exit siqns. and similar elements.

I 6.05.240. Section 1704.6 amended.

Section 1704.6 is amended as follows:

1704.6 Structural Observations. Where required by the provisions of Section
1704.6.1 or 1704.6.2, the owner or the owner's authorized agent must employ a

structural observer to perform structural observations.
Structural observation does not include or waive the resoonsibi for the insoections in
Section 1 10 or the s I insoections in Section 1705 or other n of this code. The
structural must be one of the followi no individuals:

1. The reoistered desion professional responsible for the structural desion. or
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A reqistered desiqn professional desiqnated bv the reoistered desiqn
professional responsible for the structural desíqn.

Before the commencement of observations, the structural observer must submit to the
building official a written statement identifying the frequency and extent of structural
observations.

te the building effieial a written statement that the site visits have been made and
he best er the struetural ebserver's

The owner or owner's authorized aoent must coordinate and call a preconstruction

2

meetino between the structural observer. contractors, affected subcontractors and
special inspectors. The structural observer must preside over the meetino. The purpose
of the meetino must be to identifv the structural elements and connections that
affect the vertical and lateral load resistino svstems of the re and to review
schedulinq of the required observations. A record of the meetinq must be included in the
reoort submitted to the Buildino Official

Observed deficienci must be reoorted in writino to the owne r or owner's authorized
aoent- soecial i r. contractor and the Buildino Official. U n the form orescribed

the Buildi submit to the
written statement at each siqnificant construction staqe statinq that the site visits have
been made and identifuinq anv reported deficiencies which. to the best of the structural
observer's knowledoe- have not been resolved. A final reoort bv the structural observer
which states that all observed deficiencies have been is reouired before
acceptance of the work bv the Buildino Official.

1 6.05.250. Section 1704.6.1 amended.

Section 1704.6.1 is amended as follows:

1704.6.1 Structural observations for seismic resistance. Structural observations
must be provided for those structures assigned to Seismic Design Category D, E or F,
where one or more of the following conditions exist:

2.

3

1 The structure is classified as Risk Category lll or lV in accordance wíth
Table 1604.5.

The height of the structure is greater than 75 feet (22860 mm) above the
base.

The structure is-assigne*t is classified as
Risk Category lor ll in accordance with Table 1604.5, and isgreaterthan

a lateral desion is required for
the structure or portion thereof.
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Exception: One-storv wood framed Group R-3 and Group U Occupancies
less than 2,000 square feet in area. provided the adiacent qrade is not
steeperthan 1 unit vertical in 10 units horizontal (10% sloped). assiqned
to Seismic Desiqn Cateqorv D.

When so designated by the registered design professional responsible for
the structural design.

5. When such observation is specifically required by the Building Official

16.05.260. Section 1705.3 amended.

Section 1705.3 is amended as follows:

1705.3 Concrete Construction. The special inspections and tests for concrete
construction must be performed in accordance with this section and Table 1705.3.

Exceptions: Special inspections and tests is not required for:

lsolated spread concrete footings of buíldings three stories or less above
grade plane that are fully supported on earth or rock, where the structural
desiqn of the footing is based on a specified compressive strenqth. f'c. no
qreater than 2.500 pounds per square inch (psi) (17.2 Mpa) reqardless of
the comoressive strenoth soecified the construction documents or used

4

1

2

54. Concrete patios, driveways and sidewalks, on grade

16.05.270. Exception 3 of Section 1705.12 amended.

3

4

in the footinq construction.

Continuous concrete footings supporting walls of buildings three stories or
less above grade plane that are fully supported on earth or rock where:

2.1. The footings support walls of light-frame construction;

2.2. The footings are designed in accordance with Table 1809.7; or

2.3 The structural design of the footing is based on a specified
compressive strength, f'c, no greater than 2,500 pounds per square
inch (psi) (17.2 Mpa), regardless of the compressive strength
specified in the construction documents or used in the footing
construction.

Nonstructural concrete slabs supported directly on the ground, including
prestressed slabs on grade, where the effective prestress in the concrete
is less than 150 psi (1.03 Mpa).

1807.1,6,2,
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Exception 3 of Section 1 705.12 is amended as follows:

1705.12 Special inspections for seismic resistance. Special inspections for seismic
resistance must be required as specified in Sections 1705.12.1 through 1705.12.9,
unless exempted by the exceptions of Section 1704.2.

Exception: The special inspections specified in Sections 1705.12.1 through
1705.12.9 are not required for structures designed and constructed in
accordance with one of the following

The structure consists of light-frame construction; the design
spectral response acceleration at short periods, SDS, as
determined in Section 1613.3.4, does not exceed 0.5; and the
building height of the structure does not exceed 35 feet (10 668
mm)

The seismic force-resisting system of the structure consists of
reinforced masonry or reinforced concrete; the design spectral
response acceleration at short periods, SDS, as determined in
Section 1613.3.4, does not exceed 0.5; and the building height of
the structure does not exceed 25 feet (7620 mm)

The structure is a detached one- or two-family dwelling not
exceeding two stories above grade plane, is not assiqned to
Seismic Desion Cateqorv D. E or F and does not have any of the
following horizontal or vertical irregularities in accordance with
Section 12.3 of ASCE 7:

3.1. Torsional or extreme torsional irregularity.

3.2. Nonparallel systems irregularity.

3.3. Stiffness-soft story or stiffness-extreme soft story irregularity

3.4. Discontinuity in lateral strength-weak story irregularity

1 6.05.280. Section 1807.1.4 amended.

Section 1807.1.4 is amended as follows:

1807.1.4 Permanent wood foundation systems. Permanent wood foundation systems
must be designed and installed in accordance with AWC PWF. Lumber and pl¡nruood

must be treated in accordance with AWPA U1 (Commodity Specification A, Use
Category 48 and Section 5.2) and must be identified in accordance with Section
2303.1.9.1 Permanent wood foundation svste

1

2

3

I 6.05.290. Section 1807 .1.6 amended.

must not be used for structures
assioned to Seismic Design Categorv D, E or F
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Section 1807.1.6 is amended as follows:

1807.1.6 Prescriptive design of concrete and masonry foundation walls. Concrete
and masonry foundation walls that are laterally supported at the top and bottom is
permitted to be designed and constructed in accordance with this section. Prescriptive
desiqn of foundation walls is not to be used for structures assiqned to Seismic Desiqn
Cateoorv D. E or F.

16.05.300. Section 1809.3 amended.

Section 1809.3 is amended as follows:

1809.3 Stepped footings. The top surface of footings must be level. The bottom
surface of footings must be permitted to have a slope not exceeding one unit vertical in
10 units horizontal (1O-percent slope). Footings must be stepped where it is necessary
to change the elevation of the top surface of the footing or where the surface of the
ground slopes more than one unit vertical in 10 units horizontal (1O-percent slope).

For structures assioned to Seismic Design Categorv D. E or F. the steppino requirement
will also apply to the top surface of qrade beams supportinq walls. Footings must be
reinforced with four No. 4 bars. Two bars must be place at the top and bottom of the
footinqs as shown in Fisure 1809.3.

IXOIHô|FÐ¡ ¡ > I
b rrt¡

ùü!r" t-r{ nEr¡ßflrr r ¡ürdnû

l0{'r0il{ ff¡TEfTTrJ

GT*ûG

SlmfmrOU{DÅTItt'{S

FIGURE 1809.3
STEPPED FOOTIN€

16.05.310. Section 1809.7 and Table 1809.7 amended.

Section 1809.7 and Table 1809.7 is amended as follows

1809.7 Prescriptive footings for light-frame construction. Where a specific design is
not provided, concrete or masonry-unit footings supporting walls of light-frame
construction is permitted to be designed in accordance with Table 1809.7. Prescriptive

¡
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footinqs in Table 1809.7 must not exceed one storv above orade olane for structures
assigned to Seismic Desiqn Categorv D. E or F.

TABLE 1808.7
PRESCRIPTIVE FOOÏNAS SUPPORTI}¿G WALLS OF

L|€HT-FRAÀIË cot{srRucÏotl ¿ b' e' d' e

HUMBER OF FLOORS SUPPÕRTED
BY THE FoûTrilG 

t WI,DTH ÕF FTÕTINC
{¡nc¡es}

THICKN€SS OF
FOOTIHG {inchesl

1 12 6
2 15 s
3 18 Bt

For 5l: 1 inch = ?5.4 mm, I faol = 304-B mm
a" Ðepth of faotingF sfiall be in eccoldançe eith Section 1S09.4.
Þ- The grü.¡nd under the fbôr shall tle permiüed to be excayated to the elevalien of lhe top Õf the footing.
c.

Àilice the wiCth stÞwn in thbtãbl,e, ¿ndfs€l¡ry"s s¡sll bs spaÈÊd nslmere thsn 6 fast sn cån¡er, Not.Adooted.
d- Sêe S€ct¡on 1908 for addititnal reguÍrements lor concretÊ fÐotiflqs of slructur€s assioned to Se¡$m¡c Design Category

C,Ð"EorF.
e- For thicknÊss of foundation wätr}s, see Section 1807.'1.6.
f, Fmtings 3hâll he permilted [o support ã roûf âdditim tc thÊ stipülatÊd nilmbe. of Soûrs- Foo{¡nqs supFortinq Ítof ûnly

shsll bê as required for suÞportíng one floor.

16.05.320. Section 1809.12 amended.

Section 1809.12 is amended as follows

1809.12 Timber footings. Timber footings is permitted for buildings of Type V
construction and as otherwise approved by the Building Official. Such footings must be
treated in accordance with AWPA U1 (Commodity Specification A, Use Category 4B).
Treated timbers are not required where placed entirely below permanent water level, or
where used as capping for wood piles that project above the water level over
submerged or marsh lands. The compressive stresses perpendicular to grain in
untreated timber footing supported upon treated piles is not to exceed 70 percent of the
allowable stresses for the species and grade of timber as specified in the AF&PA
ANSI/AWC NDS. Timber footinos will not be used ín structures assiqned to Seismic
Desion Cateoorv D. E or F.

1 6.05.330. Section 1810.3.2.4 amended.

Section 1810.3.2.4 is amended as follows:

1810.3.2.4 Timber. Timber deep foundation elements must be designed as piles or
polesinaccordancewithWNDs.Roundtimberelementsmust
conform to ASTM D 25. Sawn timber elements must conform to DOC PS-20. Timber
must not be used in structures assiqned to Seismic Desiqn Cateqory D, E or F.

16.05.340. Section 1905.1.7 amended

Section 1905.1.7 is amended as follows
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1905.1.7 ACI 318, Section 14.1.4. Delete ACI 318, Section 14.1.4, and replace with the
following:

14.1.4 - Plain concrete in structures assigned to Seismic Design Category C, D,
EorF.

14.1.4.1 - Structures assigned to Seismic Design Category C, D, E or F
must not have elements of structural plain concrete, except as follows:

1.1. Struetura{ plalneenerete basement; feundatien er ether walls
in

OetaeneA ene and We A
+n ne¡Cht censtr ings
assigned te Seismie

may net be less than 7% inehes (190 mm)' and the wall shall
retain ne rnere than 4 feet (4219 rnmlef-unbalaneed fill,
Walls must have reinfereement in aeeerdanee with 1'1,6.1,
Concrete used for fill with a minimum cement content of two
(2) sacks of Portland cement or cementious material per
cubic vard.

1.2. lsolated footings of plain concrete supporting pedestals or
columns are permitted, provided the projection of the footing
beyond the face of the supported member does not exceed
the footing thickness.

teet¡ng+h+ckness,

1.3 Plain concrete footings supporting walls are permitted
provided the footings have at least two continuous
longitudinal reinforcing bars. Bars must not be smaller than
No. 4 and must have a total area of not less than 0.002
times the gross cross-sectional area of the footing. Fer

minimum of one bar must be provided at the top and bottom
of the footing. Continuity of reinforcement must be provided
at corners and intersections.

Exceptions

ln Seismie Design Categeries Â; B and C; Detached
one- and two-family dwellings three stories or less in
height and constructed with stud-bearing walls, are
permitted to have plain concrete footings witheut
@with at leasttwo continuous

1
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lonoitudinal reinforcino bars not smaller than No. 4
are permitted to have a total area of less than 0.002
times the qross cross-sectional area of the footino.

2 Fer feundatien systems eensisting ef a Blai+ eenerete
feeting and a plain eenerete stemwall, a minimum ef

in+

Where a slab en greund is east menelíthieally with the
feetin$ ene Ne, 5 bar is permitted te be leeated at

16.05.350. Section 1905.1 amended and Sections 1905.1.9 through 1905.1.11
added.

Section 1905.1 is amended and Sections 1905.1.9 through 1905.1 .11 are added to read
as follows:

1905.1 General. The text of ACI 318 must be modified as indicated in Sections
1 905.1 .1 through l€08=1€ 1905.1 .1 1.

1905.1.9 AGI 318. Section 18.7.5. Modífv ACI 318. Section 18.7.5, bv addinq
Section 18.7.5.7 and 18.7.5.8 as follows:

18.7.5.7 Where the calculated point of contraflexure is not within the
middle half of the member clear he provide transverse reinfo rcement
as specified in ACI 318 Sections 18.7.5.1. ltems (a) throuoh (c). overthe
full heiqht of the member.

18.7.5.8 - At anv section where the desiqn strenqth, oPr. of the column is
less than the sum of the shears V" computed in accordance with ACI 318
Sections 18.7.6.1 and 18.6.5.1 for all the beams framinq into the column
above the level under consideration, transverse reinforcement as specified
in ACI 318 Sections 18.7.5.1 throuqh 18.7.5.3 must be provided. For
beams framino into oooosite sides of the column, the moment
components are permitted to be assumed to be of opposite siqn. For the
determination of the desion strenoth ePn, of the column, these moments
are permitted to be assumed to result from the deformation of the frame in
any one principal axis.

1905.1.10 ACI 318, Section 18.10.4. ModifyACl 318, Section 18.10.4, byaddinq
Section 18.10.4.6 as follows:

18.10.4.6 - Walls and portions of walls with P,, > 0.35P" will not be
considered to contribute to the calculated shear strenqth of the structure
for resistinq earthquake-induced forces. Such walls must conform to the

3

requirements of ACI 318 Section 18.14.
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1905.1.11 ACI 318. Section 18.12.6. Modifv ACI 318. bv addinq Section
18.12.6.2 as follows

18.12.6.2 Collector and boundarv elements in toppinq slabs placed over
precast floor and roof elements must not be less than 3 inches (76 mm) or
6 d¡ in thickness, where dn is the diameter of the laroest reinforcement in
the toppinq slab.

I 6.05.360. Section 2304.10.1 amended.

Section 2304.10.1 is amended as follows

2304.10.1 Fastener requirements. Connections for wood members must be designed
in accordance with the appropriate methodology in Section 2301.2. The number and
size of fasteners connecting wood members must not be less than that set forth in Table
2304.10.1 Staole fasteners in Table 2304.10.1 must not be used to resist o r transfer
seismic forces in structures assioned to Seismic Desiqn Categorv D. E or F.

Exception: Staples mav be used to resist or transfer seismic forces when the
allowable shear values are substantiated bv cvclic testinq and approved bv the
Buildinq Official.

I 6.05.370. Section 2304.12.5 amended.

Section 2304.12.5 is amended as follows:

2304.12.5 Wood used in retaining walls and cribs. Wood installed in retaining or crib
walls must be preservative treated in accordance with AWPA U1 for soil and fresh water
use. Wood will not be used in retaininq or crib walls for structures assiqned to Seismic
Desiqn Cateqorv D. E or F.

16.05.380. Section 2305.4 added.

Section 2305.4 is added to read as follows:

2305.4 Qualitv of Nails. ln Seismic Desiqn Cateoorv D. E or F. mechanicallv driven
nails used in wood structural oanel shear walls must meet the same dimensions as that
required for hand-driven nails. includinq diameter. minimum lenoth and minimum head
diameter. Clipped head or box nails are not permitted in new construction. The
allowable desiqn value for clipped head nails in existinq construction mav be taken at no
more than the nail-head-area ratio of that of the sâme size hancJ-driven nails.

16.05.390. Section 2305.5 added.

Section 2305.5 is added to read as follows:

2305.5 Hold-down connectors. ln Se ic Desion Cateoorv D- E or F- hold-down
connectors must be desiqned to resist shear wall overturnino moments usino aooroved
cvclic load values or 75 percent of the allowable seismic load values that do not
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consider cvclic loadinq of the product. Co nnector bolts into wood framino reouire steel

be a minimum of O.229 inch bv 3 inches bv 3 inchesl5 82 mm bv 76 mm bv 76 mm) in
size. Hold-down connectors must be tiohten ed to finoer tioht olus one half 1112) wrench
turn iust before covering the wall framinq.

I 6.05.400. Section 2306.2 amended.

Section 2306.2 is amended as follows:

2306.2 Wood-frame diaphragms. Wood-frame diaphragms must be designed and
constructed in accordance with AWC SDPWS. Where panels are fastened to framing
members with staples, requirements and limitations of AWC SDPWS must be met and
the allowable shear values set forth in Table 2306.2(1) or 2306.2(2) will only be
permitted for structures assiqned to Seismic Desiqn Categorv A. B. or C.

Exception: Allowable shear values where panels are fastened to framinq
members with staples mav be used if such values are substantiated bv cvclic
testinq and approved bv the Buildino Official

The allowable shear values in Tables 2306.2(1) and 2306.2(2) are permitted to be
increased 40 percent for wind design.

Wood structural oanel diaohraoms used to resist seismic forces in structures assioned
to Seismic Desiqn Cateqorv D. E or F must be applied directlv to the framinq members.

Exception: Wood structural panel diaph raoms are oermitted to be fastened over
solid lumber plankinq or laminated deckino. provided the panel ioints and lumber
plankinq or laminated deckino ioints do not coincide

16.05.410. Section 2306.3 amended.

Section 2306.3 is amended as follows:

2306.3 Wood-frame shear walls. Wood-frame shear walls must be designed and
constructed in accordance with AWC SDPWS. For structures assiqned to Seismic
Desion Cateoorv D. E. or F. application of Tables 4.3A and 4.38 of AWC SDPWS
include the followino:

1. Wood structural panel thickness for shear walls mav not be less than 3/8
inch thick and studs must not be spaced at more than 16 inches on center.

The maximum nominal unit shear capacities for 3/8 inch wood structural
mic forces in structures ned to Seism

Cateqorv D. E or F is 400 pounds per linear foot (p10.

Exception: Other nominal unit shear capacities mav be permitted if such
values are substantiated bv cvclic

2

Official.
stino and aooroved bv the Buildino
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3. Nails must be placed not less than 1/2 inch in from the panel edqes and
not less than 3/8 inch from the edqe of the connectino members for shear
qreater than 350 plf usins ASD or 500 plf usins LRFD. Nails must be
placed not less than 3/8 inch from panel edqes and not less than 1/4 inch
from the edqe of the connectino members for shears of 350 olf or less
usinq ASD or 500 plf or less usinq LRFD.

Table 4.38 aoplication is not allowed for structures assiqned to Seismic4.
Desiqn Cateoorv D. E. or F.

For structures assigned to Seismic Design Cateqorv D, application of Table 4.3C of
AWC SDPWS must not be used below the top level in a multi-level buildino.

Where panels are fastened to framing members with staples, requirements and
limitations of AWC SDPWS must be met and the allowable shear values set forth in
Table 2306.3(1), 2306.3(2) or 2306.3(3) is onlv permitted for structures assiqned to
Seismic Desiqn Cateqorv A. B. or C.

Exception: Allowable shear values where panels are fastened to framino
members with staples may be used if such values are substantiated by cyclic
testino and approved bv the Buildino Official.

The allowable shear values in Tables 2306.3(1) and 2306.3(2) are permitted to be
increased 40 percent for wind design. Panels complying with ANSI/APA PRP-210 must
be permitted to use design values for Plywood Siding in the AWC SDPWS.

16.05.420. Section 2307.2 added.

Section 2307.2 is added to read as follows:

2307.2 Wood-frame shear walls. Wood-frame shear walls must be desiqned and
constructed in accordance with Section 2306.3 as applicable.

16.05.430. Table 2308.6.1 amended.

Table 2308.6.1 is amended as follows:



rÉßtm
ü{¡rû¡¡

cÀTECgfiT

sfgßv
Sol$|fiQfitl.ú
9EgnrHgt0a.s

rlr¡tlt*nil
¡FAçXT OF

En¡g€D
rt¡"t l1{+

FÀ41ü f¡l¡a(. tãç¡itlolt.
tp*cüÉ íq{,¡ Érr0 ¡lt¡l ¡rl û{FçarÍ¡.õ{ l,rl

BÁNN,TOßIÂTEE
üF8n¡.CEntffr

Êir.tl¡ iqÖ$ ilüll
EIID OF 

'H4CEÞTT¡I LüTEÈir{rg r¡ôof
UA DttÉ. wB¡ sFB, FSq fãCF. Hp&, {E[,i

trnlB

ffi

ffiq;
[:r$l rrkl llhl
!.:J"- 1ï ú.r.

l1*¡h er14lin:¡t g .:3': {r *.f.. li&úl¡ drìtl rlrl.! g. lJ': {t* !'.L l-'!1 f

:t.,&ffi:,
l1;x{¡ çrl :¡d
ç 11r llu *.;, llh r'¡rl ¡tl¡¡! 6 Ï!'- {f *c. l.r.¡:t¡cÍrl iil¡lC ¡it', lJ¡ (' l t;1.'- f{'

'l' 
I

g 35'- r I'Jlt tl¡*lt *r¡il l¡rt! g i5" Cl c.c" liuh crxl ard 5, 25". ,if u,r. t:" f

{:

@
1.. "t

ìf'- iy ¡',p ll¡t¡ e¡"lrrn'l , ,l$'- fi rl.¡ ¡1.å.'l¡ ûnd ¡Íd ií .!.lt'- 1i",.r,'r l;l'- 'f

[d
-{5',. $' ¡il)

P¡l¡¿ndrlcl{1J' lf rrs.
¡¡rimnuq f51å rf, w¡él

k¡gtr¡f

lhh end nnd g lT' *- q*
¡rsiri¡nursr f flt' úl¡rðl
hüItñf

ll1 È'

å¡¡
Il s¡l G ffi 15" {1" h¡F

!," {1}.f¡} {h¡:lra&-l ¡p¡!ç
:5L ¡f ù.f. lrûi!¡irr:aÍ 3ltl.
rl urll lenglh)'

,i! a l!.li.r fi*ch ¡:nl ro{t {
:f 1 ,*'ú ¿. lrlEÍinxr'¡å'l,!rt'
nl wdl lcrp,tht"

!t" 11'

*.ÍÉå;.r-$.75: Ëxh¡nd
xrii ¿ 1f'- {t",r*, Ínrnl-
¡¡¡¡¡ rlal lr{ *rll krg!h)"

l).5 s,f... < ll.ì- Frrh rnd
¡¡1'' 1{'- ¡T,rc. 1EïllllttutTl
1)'s ,:t wSl lfl',f,4hl'

$.?5g,tiiÉ Ltf ErÈhrÍü
¡rl s Xl'. ,T s.c. t¡¡rini.
rurer .i?!{ *l núl lcn6üt¡'

f¡.;5 { 1,. < l.[O fsth dltd

rr{ siT" Ë a¿. lsi¡riqruf¡t
?5{å *f wrll lrrçlthl

i',., > I .fdl: f$':¡lt qexl ¡l',r! {
l5r ¡.f ,¡.*, Iillir&Í!q't¡,lBr4.
i,f w.r¡l leú$¡¡l

5;î > 1 ,l{.k f:;r':n ¿$l .¡{riJ f
151 *" rt.{:. fltltliliÉll¡
l,llc,ri sf $,;i¡l lÊrþÊiltif

Ordinance No.2140
Page 50 of 99

TÄ¡rLÊ lt*t.t.
vf tLL sF¡c'.ü{q tsEsrfiFËilEilI5

lirrr ttå I t{à * :5.,1 nÉ I t{é¡ " _lt}l.g trrn_

Hl3 -,Àrfi ltrrd¡r¿
¡. Tlú r¡llc ¡ld¡l¡É¡ rr¡å¡rtrr ¡Èfl¡æ.æd, f{alñûl kl¡ *Èd' ¿¡{¡l ¡{kl4 or È¡krDr llr¡(t¡l ¡rii¡ bér,
'¡ Seg 9rtin n l-t{iT ti..t fø J{ Jrn'ú¡rra lf Trriry nrhtlr.
¡. h¡r ltl¡lr.l tjf¡, nf¡qr¡ a¡ñr¡¡** {irli¡¡l tn lrunin i .rtlf,drth{ .tÞ try¡ :t 1¡l irulx¡ ¡r¡ srí¡r
! Tlx mlwrl krçtbr '¿ri lx 'llürl¿rl fur ¡1¡yrnr hunl rp¡irã ru mly ut f x* rf r hrwJ urll p:rxl.
.. l¡þrsr¡Ë!¡h1wû¡ilGËr¡¡lÉ r¡Er¡ar*md r{1d;ry ßlhíÊl ¡¡úi¡.{tlË h¡*l¡rrç}ag{t¡r# a¡E}iürlrtfrlE{N*¡¡fi ¡rÉt{l5rlúiúl.
L $$¡!L :lFl¡. P¡L3. ild llP[trr¡ lrxrr æ flt ¡Emtrd e fÉifllr ãÊfl$ f ¡.rr¡.ffi:] tr Í.

tl$rrlsråcFuurmú¡øu¡!{!tfirnluilrmqdlri ixlls¡¡r'rta flxalw¡ll l¡¡rdcmf¡¡rJurtrlrt¡b¡llr¡:llulris¡lwilfirlmrdmll lix.

| : !rdE¡.i* ß*tÈi úû¡ ¡l*ttuÈ!ttÊ ttlfuú rtt¡lrillr

16.05.¿140. Section 2308.6.5, Figure 2308.6.5.1 and Figure 2308.6.5.2 amended.

Section 2308.6.5, Figure 2308.6.5.1 and Figure 2308,6.5.2 are amended as follows

2308.6.5 Alternative bracing. An alternate braced wall (ABW) or a portal frame with
hold-downs (PFH) described in this section is permitted to substitute for a 48-inch (1219
mm) braced wall panel of Method DWB, WSP, SFB, PBS, PCP or HPS. For Method
GB, each 96-inch (2438 mm) section (applied to one face) or 48-inch (1219 mm) section
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(applied to both faces) or portion thereof required by Table 2308.6.1 is permitted to be
replaced by one panel constructed in accordance with Method ABW or PFH.

2308.6.5.1 Alternate braced wall (ABW). An ABW must be constructed in
accordance with this section and Figure 2308.6.5.1. In one-story buildings, each
panel must have a length of not less than 2 feet 8 inches (813 mm) and a height
of not more than 10 feet (3048 mm). Each panel must be sheathed on one face
with 3/8-inch (3.2 mm) minimum-thickness wood structura! panel sheathing
nailed with 8d common or galvanized box nails in accordance with Table
2304J0.1 and blocked at wood structural panel edges. For structures assigned
to Seismic Design Category D or E, each panel must be sheathed on one face
with 15/32-inch-minimum-thickness (11.9 mm) wood structural panel sheathino
nailed with 8d common nails spaced 3 inches on panel edqes. 3 inches at
intermediate supports. Two anchor bolts installed in accordance with Section
2308.3.1 must be provided in each panel. Anchor bolts must be placed at each
panel outside quarter points. Each panel end stud must have a hold-down device
fastened to the foundation, capable of providing an approved uplift capacity of
not less than 1,800 pounds (8006 N). The hold-down device must be installed in
accordance with the manufacturer's recommendations. The ABW must be
supported directly on a foundation or on floor framing supported directly on a
foundation that is continuous across the entire length of the braced wall line. This
foundation must be reinforced with not less than one No. 4 bar top and bottom.
Where the continuous foundation is required to have a depth greater than 12
inches (305 mm), a minimum 12-inch by 12-inch (305 mm by 305 mm)
continuousfooting@ispermittedatdooropeningsinthe
bracedwallline.Thiscontinuousfootingmustbe
reinforced with not less than one No. 4 bar top and bottom. This reinforcement
must be lapped 15 24 inches (38+ 610 mm) with the reinforcement required in
the continuous foundation located directly under the braced wall line.

Where the ABW is installed at the first story of two-story buildings, the wood
structural panel sheathing must be provided on both faces, three anchor bolts
must be placed at one-quarter points and tie-down device uplift capacity must be
not less than 3,000 pounds (13 344 N).
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2308.6.5.2 Portal frame with hold-downs (PFH). A PFH must be constructed in
accordance with this section and Figure 2308.6.5.2. The adjacent door or window
opening must have a full-length header.

ln one-story buildings, each panel must have a length of not less than 16 inches (406
mm) and a height of not more than 10 feet (3048 mm). Each panel must be sheathed on
one face with a single layer of 3/8-inch (9.5 mm) minimum-thickness wood structural
panel sheathing nailed with 8d common or galvanized box nails ¡n accordance with
Figure 2308.6.5.2. For structures assiqned to Seismic Desiqn Cateqorv D or E. each
panel must be sheathed on one face with 15/32-inch-minimum-thickness (1't.9 mm)
wood structural oanel sheathino nailed with 8cl common nails soaced 3 inches on oanel
edqes. 3 inches at intermediate supports and ¡n accordance with Fiqure 2308.6.5.2. The
wood structural panel sheathing must extend up over the solid sawn or glued-laminated
header and must be nailed in accordance with Figure 2308.6.5.2. A built-up header
consist¡ng of at least two 2-inch by 12-inch (51 mm by 305 mm) boards, fastened in
accordance with ltem24 of Table 2304.10.1 must be permitted to be used. A spacer, if
used, must be placed on the side of the built-up beam opposite the wood structural
panel sheathing. The header must extend between the inside faces of the first full-
length outer studs of each panel. The clear span of the header between the inner studs
of each panel must be not less than 6 feet (1829 mm) and not more than 18 feet (5486
mm) in length. A strap with an uplift capacity of not less than 1,000 pounds (4,400 N)
must fasten the header to the inner studs opposite the sheathing. One anchor bolt not
less than 5/8 inch (15.9 mm) diameter and installed in accordance with Section
2308.3.1 must be provided in the center of each sill plate. The studs at each end of the
panel must have a hold-down device fastened to the foundation with an uplift capacity of
not less than 3,500 pounds (15 570 N).

Where a panel is located on one side of the opening, the header must extend between
the inside face of the first full-length stud of the panel and the bearing studs at the other
end of the opening. A strap with an uplift capacity of not less than 1,000 pounds (4400

t--I
ú
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I
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N) must fasten the header to the bearing studs. The bearing studs must also have a
hold-down device fastened to the foundation with an uplift capacity of not less than
1,000 pounds (4400 N). The hold-down devices must be an embedded strap type,
installed in accordance with the manufacturer's recommendations. The PFH panels
must be supported directly on a foundation that is continuous across the entire length of
the braced wall line. This foundation must be reinforced with not less than one No. 4 bar
top and bottom. Where the continuous foundation is required to have a depth greater
than 12 inches (305 mm), a minimum 12-inch by 12-inch (305 mm by 305 mm)
continuousfooting@ispermittedatdooropeningsinthebraced
wallline.ThiscontinuouSfooting@mustbereinforcedwithnot
less than one No. 4 bar top and bottom. This reinforcement must be lapped not less
than 15 24 inches (384 610 mm) with the reinforcement required in the continuous
foundation located directly under the braced wall line.

Where a PFH is installed at the first story of two-story buildings, each panel must have a
length of not less than 24 inches (610 mm).
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16.05.450. Section 2308.6.8.1 amended.

Section 2308.6.8.1 is amended as follows:

2308.6.8.1 Foundation requirements. Braced wall lines must be supported by
continuous foundations.
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Exception: For structures with a maximum plan dimension not more than 50 feet
(15240 mm), continuous foundations are required at exterior walls only for
structures assioned to Seismic Desion Cateoorv A. B. or C,

For structures in Seismic Design Categories D and E, exterior braced wall panels must
be in the same plane vertically with the foundation or the portion of the structure
containing the offset must be designed in accordance with accepted engineering
practice and Section 2308.1.1.

Cxeep+iens,

I feet (1219 mrn)-frern the feundatien belewwhere supperted by a fleer
in+

1

1.2 Elaar iaia*o m"o* Jra O in¡Jra¡ hr¡'ll'ì in¡lrao lÊ1 mm l¡tt CE/l mm\ nr
w rrrvrrvg vu .v rrtvr¡vg \v I r¡ttrt vJ

1.3. The ratie ef the baek span te the eantilever rnust be net less than 2
te-+

1.4. Fleer jeists at ends ef braeed wall panels must be deubled=

1.5.
eantilevered jeists, The rim jeist is permitted te be splieed usin$a

1.6.

C{€vi

@
The end ef a required braeed wall panel must be allewed te extend net

e

panels are perm¡tteO

16.05.460. Section 2308.6.9 amended.

2

Section 2308.6.9 is amended as follows:
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2308.6.9 Attachment of sheathing. Fastening of braced wall panel sheathing will not
be less than that prescribed in Tables 2308.6.1 or 2304.10.1 . Wall sheathing must not
be attached to framing members by adhesives. Staple fasteners in Table 2304.10.1
must not be used to resist or transfer seismic forces in structures assioned to Seismic
Desiqn Catesorv D. E or F.

Exceotion: Staoles mav be used to resist or transfer seismic forces when the
allowable shear values are substantiated bv cvclic testinq and approved bv the
Buildinq Official.

All braced wall panels must extend to the roof sheathinq and must be attached to
parallel roof rafters or blockinq above with framinq clips (18 qauge minimum) spaced at
maximum 24 inches (6096 mm) on center with four 8d nails oer leo (total eiqht 8d nails
per clip). Braced wall panels must be laterallv braced at each top corner and at

mm the to late of discontinuous verti
f@ir.s."

SECTION 5: Chapter 16.06 of the MPMC is amended in its entirety to read as follows:

"Chapter 16.06 RESIDENTIAL CODE

16.06.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Residential Building Code, 2016 Edition, as published in Title 24, Paft 2.5
of the California Code of Regulations.

16.06.020. Ghapter I Division ll amended.

The text within Chapter 1 Division ll is deleted and replaced with the following

Chapter I Division ll
Administrative Provisions

For administrative provisions for this Code, see Section 16.01.040.

16.06.030. Section R30l .1.3.2 amended.

Section R301 .1.3.2 is amended to read as follows:

R301.1.3.2Woodframestructures@.TheBuildingofficialwill
require construction documents to be approved and stamped by a California licensed
architect or engineer for all dwellings of woodframe construction more than two stories
and basement in height located in Seismic Desion Cateoorv A. B or C. Notwithstanding
other sections of law; the law establishing these provisions is found in Business and
Professions Code Section 5537 and 6737.1.
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The Buildino Official will reouire constructi cloeuments to be annroved and stamnecl
bv a California licensed architect or enqineer for all dwellinos of woodframe construction
more than one storv in heioht or with a ent located in Seismic Desion Cateoorv
Ds. Dr. DzorE.

16.06.040. Section R301.1.4 amended.

Section R301.1.4 is amended to read as follows:

R301.1.4 Seismic design provisions for buildinqs constructed on or into slopes
steeoer than one unit vertical in three nits horizontal 133-3 oercent slooel. The
desiqn and construction of new buildinqs and additions to existinq buildings when
constructed on or into slopes steeper than one unit vertical in three units horizontal
(33.3 percent slope) must complv with Section 1613.9 of the Buildino Code.

16.06.042. Section R309.6 except¡on amended.

Section R309.6 exception is amended as follows

Exception: An automatic residential fire sprinkler system must not be required when
additions or alterations are made to existing carports and/or garages that do not have
an automatic fire sprinkler system installed unless a sprinkler system is required in
accordance with California Fire Code Section 9O+2€ 903.6.

16.06.044. Section R313.1 exception amended.

Section R313.1 exception is amended as follows

Exception: An automatic resídential fire sprinkler system must not be required when
additions or alterations are made to existing townhouses that do not have an automatic
fire sprinkler system installed unless a sprinkler system is required in accordance with
California Fire Code Section 903*€ 903.6.

16.06.046. Section R313.2 exception amended.

Section R313.2 exception is amended as follows

Exception: An automatic residential fire sprinkler system must not be required for
additions or alterations to existing buildings that are not already provided with an
automatic sprinkler system unless a sprinkler system is required in accordance with
California Fire Code Section 90+2€ 903.6.

16.06.048. Section R313.3.6.2.2 amended.

Section R313.3.6.2.2is amended as follows

Section R313.3.6.2.2 Calculation procedure. Determination of the required size for
water distribution piping must be in accordance with the following procedure and
California Fire Code Sections 903.3.1.3.1 and 903.3.5.
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16.06.050. Table R301.2(1 ) amended.

Table R301.2(1) is amended to read as follows:

TABLE R30r.2(r)
CLIMATIC AND GEOGRAPHIC DESIGN CRITERIA

GROUND
sNow
LOAD

WIND DES¡GN

SEISMIC
DESIGN

ctreooRYt

SUBJECT TO DAMAGE FROM

WINTER
DESIGN
TEMP.

ICE BARRIER
UNDERLAYMENT

nEoulREDh

FLOOD
HAZARDSg

AIR
FREEZING

tNDEx¡

MEAN
ANNUAL

TEMP¡Speedd
(mph)

lopographic
Effectsk

Special
Wind

Region¡

W¡nd-
borne
Debris
Zone'

Weathering"
Frost
L¡ne

Depthb
Termite'

ZERO 130
Vun

NO NO 1 E NEGLIGIBLE
12"-
24"

VERY
HEAVY

48"F NO NO 0 64"F

For Sl: 1 pound per square foot = 0.0479 kPa, 1 mile per hour = 0.447 mls.

a. Weathering may require a higher strength concrete or grade of masonry than necessary to satisfy the structural requirements of
this code. The weathering column must be filled in with the weathering index (i.e., "negligible," "moderate" or "severe") for
concrete as determined from the Weathering Probab¡lity Map [Figure R301.2(3I. The grade of masonry units must be
determined from ASTM C 34, C 55, C 62, C 73, C 90, C 129, C 145, C 216orC652.

b. The frost line depth may require deeper footings than indicated in Figure R403.1(1). The jurisdiction must fill in the frost line
depth column with the minimum depth of footing below finish grade.

c. The jurisdiction must fill in this part of the table to indicate the need for protection depending on whether there has been a
history of local subterranean termite damage.

d. The jurisdiction must fill in this part of the table with the wind speed from the basic wind speed map [Figure R301.2( 4I.Wind
exposure category must be determined on a site-specific basis in accordance with Section R301.2.1.4.

e. The outdoor design dry-bulb temperature must be selected from the columns of 97112-percent values for winter from Appendix
D of the California Plumbing Code. Deviations from the Appendix D temperatures must be permitted to reflect local climates or
local weather experience as determined by the Building Official.

f. The jurisdiction must fill in this part of the table with the seismic design category determined from Section R301.2.2.1.

g. The jurisdiction must fill in this part of the table with (a) the date of the jurisdiction's entry into the National Flood lnsurance
Program (date of adoption of the first code or ordinance for management of flood hazard areas), (b) the date(s) of the Flood
lnsurance Study and (c) the panel numbers and dates of all cunently effective FIRMs and FBFMs or other flood hazard map
adopted by the authority having jurisdiction, as amended.

h. ln accordance with Sections R905.2.7.1, R905.4.3.1, R905.5.3.1, R905.6.3.1, R905.7.3.1 and R905.8.3.1, where there has
been a history of local damage from the effects of ice damming, the jurisdiction must fill in this part of the table with .YES.'

Otherwise, the jurisdiction must fill in this part of the table with "NO."

i. ttre jurisdiction must fill in this part of the table with the 100-year return period air freezing index (BF-days) from Figure
R403.3(2) or from the 100-year (99%) value on the National Climatic Data Center data table "Air Freezing lndex- USA Method
(Base 32')" at rflww. ncdc.noaa.sov/fpsf . htrnl.

j. fne jurisdiction must fill in this part of the table with the mean annual temperature from the National Climatic Data Center data
table "Air Freezing lndex-USA Method (Base 32'F)" at www.ncdc.noaa.qov/fpsf.html.

k. ln accordance with Section R301.2.1.5, where there is local historical data documenting structural damage to buildings due to
topographic wind speed-up effects, the jurisdiction must fill in this part of the table with "YES." Otherwise, the jurisdiction must
indicate "NO" in this part of the table.

16.06.060. Section R30l .2,2.2.5 amended.

Items 1 , 3 and 5 of Section R301 .2.2.2.5 are amended to read as follows:

Where exterior shear wall lines or braced wall panels are not in one plane
vertically from the foundation to the uppermost story in which they are
required.

1
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5 The entire length ef the braeed wall Banel dees net eeeur ever an
epeningi++ne-wa+l-Uetew=

* * *

5. Where portions of a floor level are vertically offset.

Cxeeptiens+

Frarning supperted direetly by eentinueus feundatiens at the
@
Fer weed light frame eenstruetien' fleers must be permitted te be
vertieally effset when the fleer framing is lapped er tied tegether as

16.06.070. Section R301 .2.2.3.8 added.

Section R301 .2.2.3.8 is added to read as follows:

R30l .2.2.3.8 Anchoraqe of Mechanical. Electrical, or Plumbing Components and
Equipment. Mechanical. electrical. or plumbing components and equipment must be
anchored to the structure. Anchoraqe of the components and equipment must be
desioned to resist loads in accordance with the California Buildinq Code and ASCE 7.

where the com nent is
connections are orovided between the com ent and associated ductwork. oioino. and

1

2

conduit; and either

1. The component weishs 400 lb (1.780 N) or less and has a center of mass
focated 4 ft n .22 m\ or less above the sunoortino structure: or

2. The comoonent weiohs 20 lb l89N) r less or. in the case of a distributed
svstem. 5 lb/ft (73 N/m) or less.

16.06.080. Section R401.1 amended.

Section R401.1 is amended to read as follows:

R401.1 Application. The provisions of this chapter control the design and construction
of the foundation and foundation spaces for buildings. In addition to the provisions of
this chapter, the design and construction of foundations in flood hazard areas as
established by Table R301.2(1) must meet the provisions of Section R322. Wood
foundations must be designed and installed in accordance with AWC PWF.

Exception: The provisions of this chapter is permitted to be used for wood
foundations only in the following situations:

1. ln buildings that have no more than two floors and a roof
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2 When interior basement and foundation walls are constructed at
intervals not exceeding 50 feet (15 240 mm).

WoodfoundationsinSeismicDesignCategoryDo,DtorD2@
is not permitted.

Exception: ln non-occupied, sinole-story, detached storaqe sheds and similar
uses other than carport or qaraqe. provided the qross floor area does not exceed
200 square feet. the plate heioht does not exceed 12 feet in heioht above the
qrade plane at anv point, and the maximum roof proiection does not exceed 24
inches.

16.06.090. Sections R403.1.2, R403.1.3.6 and R403.1.5 amended.

Sections R403.1.2, R403.1.3.6 and R403.1.5 are amended to read as follows

R403.1.2 Continuous footing in Seismic Design Categories Do, Dr and Dz. Exterior
walls of buildings located in Seismic Design Categories Do, Dr and Dz must be
supported by continuous solid or fully grouted masonry or concrete footings. €+her

@Allrequiredinteriorbracedwallpanelsinbuildingslocatedin
Seismic Design Categories Do, Dr and Dz with Blan dimensiens greater than 50 feet (15

inss-in
ier, must

be supported on continuous foundations.

panels suppe*ed en

1. The height ef eripple walls dees net exeeed 4 feet (1219 mm),

First-fleer braeed wall panels are supperted en deubled fleer jeists;

The distanee between-braeing lines dees net exeeed twiee the
ine;

R403.1.3.6 lsolated concrete footings. In detached one- and two-family dwellings
located in Seismic Desion Catesorv A. B. or C that are three stories or less in height
and constructed with stud bearing walls, isolated plain concrete footings supporting
columns or pedestals are permitted.

R403.1.5 Slope. The top surface of footings must be level. The bottom surface of
footings must not have a slope exceeding one unit vertical in 10 units horizontal (10-
percent slope). Footings must be stepped where it is necessary to change the elevation
of the top surface of the footings or where the slope of the bottom surface of the
footings will exceed one unit vertical in 10 units horizontal (1O-percent slope).

2.

3.
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For structures located in Seismic Desiqn Cateqories Do-Dr !r D. stepped foot¡nqs must
be reinforced with four No. 4 rebar. Two bars must be nlace at the ton and bottom of the
footinqs as shown in Fiqure R403.1.5.
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1 6.06.1 00. Section R404.2 amended.

Section R404.2 is amended to read as follows:

R404.2 Wood foundation walls. Wood foundation walls must be constructed in
accordance with the provisions of Sections R404.21 through R404.2.6 and with the
details shown in Figures R403.1(2) and R403.1(3). Wood foundation walls is not
permitted for structures located in Seismic Desiqn Cateqorv Dq. Dt or De.

16.06.110. Section R501.1 amended.

Section R501.1 is amended to read as follows:

R501.1 Application. The provisions of this chapter control the design and construction
of the floors for buildings, including the floors of attic spaces used to house mechanical
or plumbing fixtures and equipment. Mechanical or plumbinq fixtures and equipment
must be attached (or anchored) to the structure in accordance with Section
R301.2.2.3.8.

16.06.120. Section R503.2.4 added

Section R503.2.4 is added to read as follows:

R503.2.4 Openinqs in horizontal diaphraqms. Openinqs in horizontal diaphraqms
with a dimension perpendicular to the ioist that is sreater than 4 feet (1.2 m) must be
constructed in accordance with Fiqure R503.2.4.

b
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16.06.130. Table R602.3(1) amended.

Lines 35 and 36 of Table R602.3(1) are amended to read as follows:
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16.06.140. Table R602.3(2) amended.

Footnote "b" of Table R602.3(2) is amended to read as follows:

b. Staples must have a minimum crown w¡dth of 7116-inch on d¡ameter except as noted.
Use of staples in roof, floor, subfloor, and braced wall panels is prohibited in Seismic
Design Category Do, Dr , or D2.

16.06.150. Section R602.3.2 and Table R602.3.2 amended.

Exception of Section R602.3.2 and Table R602.3.2 are amended to read as follows:

Exception: A ln other than Seismic Desion Cateoorv Do. Dr or D¿. a single top plate
used as an alternative to a double top plate must comply with the following:

The single top plate must be tied at corners, intersecting walls, and at ¡n-
line splices in straight wall lines in accordance with Table R602.3.2.

The rafters or jo¡sts must be centered over the studs with a tolerance of
not more than 1 inch (25 mm).

Omission of the top plate is permitted over headers where the headers are
adequately tied to adjacent wall sections in accordance with Table
R602.3.2.

1

2

3.
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ÎABLE R6û2.3.¿
SIÍ{GLE ÏOP.PLATE SPUCE TO'IUECNEÍ{ DETAILS

ilñ, mm,

16.06.160. Section R602.10.2.3 amended.

Section R602.10.2.3 is amended to read as follows

R602.10.2.3 Minimum number of braced wall panels. Braced wall lines with a length
of 16 feet (4877 mm) or less must have a minimum of two braced wall panels of any
length or one braced wall panel equal to 48 ínches (1219 mm) or more. Braced wall
lines greater than 16 feet (4877 mm) must have a minimum of two braced wall panels.
Braced wall panel must not be less than 48 inches in lenqth in Seismic Desion Cateoorv

16.06.170. Table R602.10.3(3) amended.

Table R602.10.3(3) is amended to read as follows:
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16.06.180. Table R602.10.4 amended.
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Table R602.10.4 is amended to read as follows:
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I 6.06.190. Figure R602.1 0.6.1 amended.

Figure R602.10.6.1 is amended to read as follows:
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16.06.200. Figure R602.10.6.2 amended.

Figure R602.10.6.2 is amended to read as follows:
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16.06.210. Table R602.10.5 amended.

Table R602.10.5 is amended to read as follows:

rya¡. y¡f1 i{'
tF !* 3F¡afñ

FÀSTE¡I S¿€ATÍ$1€ TÙ HEÁffF !1iTfi !Õ
úOldM¡N €f,€*$'9t¡tt¡EE€€n fi,qlL* *!¡ J" ËñlO
BrcRR ÀÉ ã}I}SN

Mñl. 0¡:iSLÊ ?r¡ f RÁLt\ù tLrdEÊË0 tl,¡lIfi tìlu
rs¿. 1& ïHlOi i¡JoCû SIRrlc-ItJR{L tuffEL S¡iEATHlt*ì* T¡trh oo ,:atufiüN êff4¡êÆ{.t¿E5fs€* {êLs AT

3'O.ç. tH 3lr rnñÀ,llHt islu¡¡s. aLûù'¡!Ê. É,¡{t
st'"rgl ryp

l¡t- ¡.Eilûîh ór F¡¡IEL FEE r¡ãLÊ Rilt 1|] 5

ñltll tzl ?300 LBfTFAF-rypt hol.D{k]vn¿$
{rJdBEf¡oÉD th ro â}trcRû ÊmD NA¡-Eo r! ro
faÀ¡¡t¡{üì

Àtii

i4



Ordinance No.2140
Page 72 of 99

ïÀÉLE nfil¡"1*,Í
iTilHI.üI LEI¡ËTII ûF EEåçENWÅLL PÂ'IEL3

For 5l: I lmfi - :fi.,l ruil' I fsnt - 3{hl fr n¡n4 I ntrh p* hørr - l}. lfl m'r.
lE - ll¡t lcr¡¡ltx'i.
.1. l-. ln¡ irr lñs'l{rl'r{¡r¡ .¡h¡ll hq pe ff{ $ihr,
h. lJ* Ih¡ rrllE! lrrllh'ßh?Ë ,t ir EF¡lÈr ltsn trr ]qrrrl to lh¡ mlntnum lerylår.

*. hl¡risnlm hr:d+r h¡ifdr {w f F}{ ir l* feet tn xrprúrme rvith Ëlprt l{lil}t. tü.ti.í|, ful ffilN ItFþJ¡i rhülg br prnnl lhd tr b¡ imm*d 1* I I fre I wilh pøry wrll

16.06.220. Figure R602.1 0.6.4 amended.

Figure R602.10.6.4 is amended to read as follows
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16.06.230. Section R606.4.4 amended.

R606.4.4 Parapet walls. Unreinforced solid masonry parapet walls must not be less
than 8 inches (203 mm) thick and their height must not exceed four times theír
thickness. Unreinforced hollow unit masonry parapet walls must not be less than 8
inches (203 mm) thick, and their height must not exceed three times their thickness.
Masonry parapet walls in areas subject to wind loads of 30 pounds per square foot
(1.44 kPa) or located in Seismic Design Category Do, Dr or Dz, or on townhouses in
Seismic Design Category C must be reinforced in accordance with Section R606.12.
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16.06.240. Section R606.12.2.2.3 amended.
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Section R606.1 2.2.2.3 is amended to read as follows:

R606.12.2.2.3 Reinforcement requirements for masonry elements. Masonry
elements listed in Section R606.12.2.2.2 must be reinforced in eitherthe horizontal or
vertical direction as shown in Figure R606J4{2) R606.11(3) and in accordance with the
following:

1 Horizontal reinforcement. Horizontal joint reinforcement consists of at-least
twe lengitudinal W1,7 wires sBaeed net mere than 16 inehes (406 mm) fer
walls greater than I inehes (102 mm) in width and at least ene lengitudinal
W1,7 wire spaeed net mere than 16 inehes (406 mm) fer walls net

at least one No. 4 bar spaced
not more than 48 inches (1219 mm).

Horizontal reinforcement
must be provided within 16 inches (406 mm) of the top and bottom of
these masonry elements.

Vertical reinforcement. Vertical reinforcement consists of at least one No.
4 bar spaced not more than 48 inches (1219 mm). Vertical reinforcement
must be within 46 $ inches (406mm) of the ends of masonry walls.

16.06.250. Section R803.2.4 added.

Section R803.2.4 is added to Chapter I of the 2016 Edition of the California Residential
Code to read as follows:

R803.2.4 Openinqs in horizontal diaphragms. Openinos in horizontal diaphraoms
must conform with Section R503.2.4.

16.06.260. Section R1001.3.1 amended.

Section R1001 .3.1 of the 2016 Edition of the California Residential Code is amended to
read as follows:

Rí001.3.1 Vertical reinforcing. For chimneys up to 40 inches (1016 mm) wide, four
No. 4 continuous vertical bars adequatelv anchored into the concrete foundation must
be placed between wythes of solid masonry or within the cells of hollow unit masonry
and grouted in accordance with Section R609. Grout must be prevented from bonding
with the flue liner so that the flue liner is free to move with thermal expansion. For
chimneys more than 40 inches (1016 mm) wide, two additional No.4 vertical bars
adequately anchored into the concrete foundation must be provided for each additional
flue incorporated into the chimney orfor each additional 40 inches (1016 mm) in width
or fraction thereof.

16.06.270. Section R902.1 amended.

2.

Section R902.1 is amended to read as follows:
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R902.1 Roofing covering materials. Roofs must be covered with materials as set forth
in Sections R904 and R905. A minimum Class A roofing must be installed in all areas
designated by this section. Class A roofing required to be listed by this section must be
tested in accordance with UL 790 or ASTM E108.

Exceptions:
1. Class A roof assemblies include those with coverings of brick, masonry, and

exposed concrete deck.
2. Class A roof assemblies include ferrous or copper shingles or sheets, metal

sheets and shingles, clay or concrete roof tile or slate installed on
noncombustible decks.

3. Class A roof assemblies include minimum 16 ounces per square foot copper
sheets installed over combustible decks.

4. Class A roof assemblies include slate installed over underlayment over
combustible decks.

16.06.280. Section R902.1.3 amended.

Section R902.1.3 is amended to read as follows:

R902.1.3 Roof coverings in all other areas. The entire roof covering of every existing
structure where more than 50 percent of the total roof area is replaced within any one-
year period, the entire roof covering of every new structure, and any roof covering
applied in the alteration, repair or replacement of the roof of every existing structure, will
be a fire-retardant roof covering that is at least Class A."

SECTION 6: Chapter 16.07 of the MPMC is amended in its entirety to read as follows

"Ghapter 16.07 ELECTRICAL CODE

16.07.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Electrical Code, 2016 Edition, as published in Title 24, Part 3 of the
California Code of Regulations.

16.07.020. Article 9l added.

Article 91 is added with the following

Article 91
Administrative Provisions

For administrative provisions for this Code, see Section 16.01.040."

SECTION 7: Chapter 16.08 of the MPMC is amended in its entirety to read as follows:

"Chapter 16.08 MECHANICAL CODE
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16.08.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Mechanical Code, 2016 Edition, as published in Title 24, Pari 4 of the
California Code of Regulations.

16.08.020. Chapter I Division ll amended.

The text within Chapter 1 Division ll is deleted and replaced with the following:

Chapter I Division ll
Administrative Provisions

For administrative provisions for this Code, see Section 16.01.040."

SECTION 8: Chapter 16.09 of the MPMC is amended in its entirety to read as follows:

"Ghapter 16.09 PLUMBING CODE

16.09.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the Califomia Plumbing Code, 2016 Edition, as published in Title 24, Part 5 of the
California Code of Regulations.

16.09.020. Chapter 1 Division ll amended.

The text within Chapter 1 Division ll is deleted and replaced with the following:

Chapter I Division ll
Administrative Provisions

For administrative provisions for this Code, see Section 16.01.040."

SECTION 9: Chapter 16.10 of the MPMC is amended in its entirety to read as follows:

"Ghapter 16.10 ENERGY CODE

16.10.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Energy Code, 2016 Edition, as published in Title 24, Part 6 of the
California Code of Regulations.

16.10.020. Section 100.01 of Subchapter I added.

Section 100.01 of Subchapter 1 is added with the following:
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Section 100.01
Administrative Provisions

For administrative provisions for this Code, see Section 16.01 .040."

SECTION 10: A new Chapter 16.11of the MPMC is added to read as follows:

"Ghapter 16.11 HISTORICAL BUILDING CODE

16.11.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Historical Building Code, 2016 Edition, as published in Tille 24, Part 8 of
the California Code of Regulations.

16.11.020. Ghapter 8-1(1) added.

Chapter 8-1(1) is added with the following:

Ghapter 8-1(1)
Adm i nistrative Provisions

For administrative provisions for this Code, see Section 16.01.040."

SECTION I 1: Chapter 16.12 of the MPMC is amended in its entirety to read as follows:

"Ghapter 16.12 EXISTING BUILDING CODE

16.12.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Existing Building Code, 2016 Edition, as published in Title24, Part 10, of
the California Code of Regulations.

16,12.020. Ghapter I Part 2 amended.

The text within Chapter I Part 2 is deleted and replaced with the following:

Chapter 1Part2
Administrative Provisions

For administrative provisions for this Code, see Section 16.01.040."

SECTION 12: Chapter 16.13 of the MPMC is amended in its entirety to read as follows:

"Ghapter 16.13 GREEN BUILDING STANDARDS CODE

16.13.010 Document adopted by reference.
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Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Green Building Standards Code, 2016 Edition, as published in Title 24,
Part 11, of the California Code of Regulations.

16.13.020. Ghapter 1-l added.

Chapter 1-1 is added with the following:

Chapter l-1
Administrative Provisions

For administrative provisions for this Code, see Section 16.01 .040."

SECTION 13: a::*"r 16.14 of the MPMC is amended in its entirety to read as follows:

'Chapter 16.14 REFERENGED STANDARDS CODE

16.14.010 Document adopted by reference.

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Referenced Standards Code, 2016 Edition, as published in Title 24, Paft
12, of the California Code of Regulations."

SECTION 14: A new Chapter 16.15 of the MPMC is added to read as follows:

"Ghapter 16.15 POOL AND SPA CODE

16.15.010 Document adopted by reference

Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the f nternational Pool and Spa Code, 2015 Edition, as published by the International
Code Council, lnc.

16.15.020. Ghapter 1, Part 2 Administration and Enforcement amended.

The text with Chapter 1 , Part2 is deleted and replaced with the following:

Chapter 1,Parl2
Administrative Provisions

For administrative provisions for this Code, see Section 16.01 .040."

Section 15: Chapters 17.O1 and 17.02 of the MPMC are amended in their entirety to
read as follows:

"Ghapter 17.01. CALIFORNIA FIRE CODE

17.01.010 Adoption of the California Fire Code
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Pursuant to Government Code S 50022.9, the City Council incorporates by reference
the California Fire Code, 2016 Edition (.CFC'), as published at Title 24, Part g, of the
California Code of Regulations. The CFC, as adopted by the MPMC, includes
Appendices Chapter 4, B, C, D, and N.

Ghapter 17.02 LOCAL AMENDMENTS TO CALIFORNIA FIRE CODE

17.02.010 Amendment-Application of Residential Gode.

Section 102.5 is amended to read as follows

102.5 Application of Residential Gode. Where structures are designed and
constructed in accordance with the lnternational Residential Code, the provisions of this
code apply as follows:

1. Construction and designed provisions: Provisions of this code pertaining to the
exterior of the structure will apply including, without limitation, premises
identification, fire apparatus access and water supplies. Provisions of this code
pertaining to the interior of the structure when specifically required by this code
including, without limitation, Section 90+1 903 where interior or exterior systems
or devices are installed, construction permits required by Section 105.7 of this
code will also apply.

2. Administrative, operational, and maintenance provisions: All such provisions of
this code will apply.

17 .02.020 Addition-Police Powers.

Section 103.5 is added to read as follows:

103.5 Police Powers. The fire code official and deputies have the powers of police
officers in performing their duties under this code. When requested to do so by the fire
code official, the chief of police of the jurisdiction is authorized to assign such available
police officers as necessary to assist the fire code official in enforcing the provisions of
this code.

17 .02.030 Ame nd me nt-Appeals.

Section 108, including its subparts is amended in its entirety to reads as follows:

108.1 Grounds for Appeal. Any aggrieved party may appeal any of the following
decisions of the Fire Chief:

1. Disapproval of any application.
2. Refusal to grant any permit applied for when it is claimed that the provisions of

this California Fire Code do not apply.
3. Interpretation of this California Fire Code.
4. Determination of suitability of alternate materials or types of construction or

materials to types of construction or methods.
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108.2 Written Decision. Any such decision must be in writing and a copy thereof will be
served upon the applicant, if any, by mail. Any such decision will be final, unless an
appeal will be filed there from, within the time and in the manner prescribed by this
section.

108.3 Appeal Procedure. Any person dissatisfied with any such determination or
decision of the Fire Chief has the right of appeal via the Administrative Civil Review
Process established under the provisions of Chapter 5.48 of the Monterey Park
Municipal Code.

108.4 Notice of Appeal. Any person desiring to take such an appeal must, within five
days after receipt of the written decision of the Fire Chief, file a written notice of appeal
with the Fire Chief for further review through an Administrative Hearing. Such written
notice of appeal must be on a form provided by the Monterey Park Fire Department and
contain such information as may be required for the Administrative Review.

108.5 Hearing. Each such appeal will be set for hearing for the Administrative Review.
Not less than five days before the date of such hearing, written notice of the time and
place of the hearing will be given to the applicant.

108.6 Hearing Procedure. At the time of the hearing, the Hearing Examiner will
consider the evidence of the appellant, of the Fire Chief, or their authorized
representative, and any other evidence, which may be presented.

108.7 Final Decision. At or after the conclusion of the hearing, the Hearing Examiner
will render its findings of fact and its decision in writing, and will furnish a copy thereof to
the Fire Chief, and will also serve a copy thereof upon the appellant by mail.

17 .02.040 Amendme nt-Defi nition added.

Section 202is amended by adding the following definition:

ALL WEATHER SURFACE. A road surface constructed to the minimum standards
approved by the jurisdiction capable of supporting loads of 80,000 pounds.

I 7.02.050 Amendment-Definitions revised.

Section 2O2is amended by revising the following definitions:

FIRE CH¡EF. The Chief Officer of the City of Monterey Park Fire Department.

FIRE CODE OFFICIAL. The Fire Chief or other member of the fire service appointed by
the Fire Chief, charged with the administration and enforcement of the Code.

17.02.060. Amendment-Gombustible Waste Material.

Section 304.1.2 is amended to read as follows:
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304.1.2 Vegetation. Weeds, grass, vines or other growth that is capable of being
ignited and endangering property, must be cut down and removed by the owner or
occupant of the premises. Vegetation clearance requirements in areas deemed a fire
hazard by the Fire Chief or Fire Code Official must maintain a defensible space around
all buildings and structures as follows:

(b) Ground clearance. The space surrounding every building or structure must be
maintained in accordance with the following:

Any person that owns, leases, controls, operates, or maintains any building or structure
in, upon, or adjoining any mountainous area or forest-covered lands, brush covered
lands, or grass-covered lands, or any land which is covered with flammable material,
must at all times do the following:

(1) Maintain around and adjacent to such building or structure a firebreak made by
removing and clearing away, for a distance of not less than 30 feet on each side
thereof or to the property line, whichever is nearer, all flammable vegetation or
other combustible growth. This section does not apply to single specimens of
trees, ornamental shrubbery, or similar plants which are used as ground cover, if
they do not form a means of rapidly transmitting fire from the native growth to any
building or structure.

(2) Maintain around and adjacent to any such building or structure additional fire
protection or fire-break made by removing all bush, flammable vegetation, or
combustible growth which is located from 30 to 100 feet from such building or
structure or to the property line, whichever is nearer, as required by the enforcing
agency if he finds that, because of extra hazardous conditions, a fire break of
only 30 feet around such building or structure is not sufficient to provide
reasonable fire safety. Grass and other vegetation located more than 30 feet
from such building or structure and less than 18 inches in height above the
ground may be maintained where necessary to stabilize the soil and prevent
erosion.

17 .02.07 0 Amendme nt-Open burni ng.

Section 307.1 is amended to reads as follows

307.1 Bonfires, Weed Abatement, Religious Burning, and Outdoor Rubbish Fires.
No person may build, light, maintain, or cause or permit to be built, lighted or
maintained, any open or outdoor fire; use, or cause or permit to be used, any fire for
clearing land; burn or cause or permit to be burned, any brush, trash, rubbish, stubble,
or other flammable or combustible material, unless he complies with the regulations set
forth in this section as follows:

1. Applicant must first secure from the Fire Chief, or their authorized representative, a
written permit for such burning.

2. Such burning must be in accordance with the following:
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a. Each recipient of a written permit for burning must follow all rules shown.
Acceptance of a burning permit will constitute an agreement that the holder will
be responsible for all damages resulting from burning.

b. Any such fire must be maintained in one small pile or area that can be readily
controlled.

c. At least one adult person must be in actual attendance and in charge of such fire
at all times during its burning. He/she must have on hand at all such times water,
garden hose, shovels, or other fire extinguishing equipment.

d. Such burning will be permitted only at a safe distance from all structures or other
combustible material.

e. Burning will be permitted only if there is no appreciable wind.
f . Upon completion of any such burning, all resultant embers must be extinguished

and hot ashes must be thoroughly wet down.
3. The Fire Chief may prohibit any or all outdoor fires or burning at any time he/she

deems that atmospheric conditions or local circumstances will make such a fire
hazardous.

I 7.02.080 Amendment-Automatic spri nkler systems.

Section 903 is amended as follows:

Amend Section 903.1.2 to read as follows:

903.1.2 Partial Automatic Fire Suppression Systems Prohibited.
Whenever an automatic fire suppression system is installed for any portion of any
building or structure, an automatic fire suppression system must be installed for the
entire building or structure.

Amend Section 903.2 to read as follows:

903.2 Where required. Approved automatic extinguishing systems must be installed:

1 . ln all new buildings regardless of the type of construction or occupancy.

Exceptions:
A) Detached Group U occupancies, providing the floor area does not
exceed 1000 square feet.
B) Other minor buildings and/or occupancies as approved by the Fire Chief.

2. ln exísting buildings with an occupancy change as required by other sections
of the Fire Code.

Amend Section 903.6 as follows:

903.6 Existing Occupancies. An automatic sprinkler system will be installed in existing
occupancies as follows:

1, Threugheut all existing buildings and new seetiens ef any existing buildings and
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2. ln all commercial and industrial buildinqs equal to or less than 5000 square
feet in area, when enlarqed by an addition to the existinq structure, exceeds
5000 souare feet or as uired bv the Fire Chief.

3 ustrial buildi when an addition to the existi
area exceeds fiftv percent (SO%Lwithin anv twelve-month period.

4 ln al residential occuoâncies when an addition to the existino livino area
exceeds fiftv percent (50%) within anv twelve-month period.

5. As reouired bv the Fire Code due to a chanqe in occupancv

6. As rqquired by the Fire Code in Chapter 1 1 .

Amend Section 903.3.1.1 as follows

903.3.1.1 NFPA l3 sprinkler systems. ln other than residential buildings that are not
over two stories in height, automatic sprinkler systems will be designed and installed in
accordance with the NFPA 13, 2O4€ 2016 Edition as amended in Chapter 80 except as
providedinSections903.3.1.1.1and903.3.1.1.2.
medifieatiens as set ferth in the fellewing subseetiens:
'l ln lrr ril¿{inno fJr¡aa 
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Add Section 903.3.1.1.3 to read as follows:

903.3.1.1.3 Riser room location. ln structures over three stories in height or served by
more than two fire sprinkler risers, a dedicated Fire Sprinkler Riser Room must be
provided at an approved location. The riser room must be accessible to emergency
personnel from the exterior of the building.

Amend Section 903.3.1.2 as follows:

903.3.1.2. NFPA 13R sprinkler systems. Where allowed in buildings of Group R, up to
and including two stories in height, automatic sprinkler systems will be installed
throughout in accordance with NFPA 13R, 20€ 2016 Edition as amended in Chapter
80.

Add Section 903.3.1 .2.3 to read as follows:

903.3.1.2.3 Attic and basement spaces. ln residential buildings with automatic
sprinkler systems designed and installed in accordance with NFPA 13R, attics and
basements used for storage purposes must be fully sprinklered with residential type
heads.
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Amend Section 903.3.1.3 as follows:

903.3.1.3. NFPA l3D sprinkler systems. Where allowed, automatic sprinkler systems
will be installed in one- and two-family dwellings will be installed throughout in
accordance with NFPA 13D, 2+ß 2016 Edition as amended in Chapter 80.

Add Section 903.3.1.3.1 to read as follows:

903.3.1.3.1. Detailed requirements. Automatic sprinkler system protection for one and
two-family dwellings will be designed and installed in accordance with NFPA 13D, 2016
Edition with the following modifications:

1. A local water flow alarm must be provided for all sprinkler systems.
2. Attics and basements used for storage purposes must be fully sprinklered

with residential type heads.
3. Overhead piping must be hydrostatically tested for leakage at 200 psi for two

hours and inspected before drywall or insulation installation.
4. A minimum of three spare representative sprinkler heads and installation

wrench must be provided at an approved location.

Amend Section 903.3.5 as follows

903.3.5 Water Supplies. Water supplies for automatic sprinkler systems must comply
with this section and the standards referenced in section 903.3.1. The potable water
supply must be protected against backflow in accordance with the Health and Safety
Code. Hydraulic calculations for systems desiqned per NFPA 13, 13D. or 13R will
include a ten percent (10%) reduction from the available supplv source.

17.02.090 Addition-Multiple fire alarm and detection systems.

Section 907.1.6 is added to read as follows:

907.1.6 Multiple Fire Alarm Systems. Multiple fire alarm systems within single
protected premises must be interconnected and must transmit signals as one system.

17.02.100 Amendment-EmergencyResponderRadioGoverage

Section 1103.2 is amended to read as follows:

1103.2 Emergency responder radio coverage in existing buildings. Existing
buildings that do not have approved radio coverage for emergency responders within
the building based upon the existing coverage levels of the public safety communication
systems of the jurisdiction at the exterior of the building, must be equipped with such
coverage according to one of the following:

1. Whenever an existing wired communication system cannot be repaired or is being
replaced, or where not approved in accordance with Section 5101, Exception 1.

2. Whenever total additions result in an increase of more than 6,000 square feet in the
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total floor area, including mezzanines or additíonal stories, regardless of ownership.
Additions must be cumulative with each application for a building permit from
January 1,2011.

3. Whenever the value of alternations requiring permits exceed $500,000 in valuation.
Alterations values must be cumulative with each application for a building permit
from January 1,2011.

17.02.11 0 Addition-Explosive materials.

Sections 5601.2 and 5601.3 are added to read as follows

5601.2 The manufacture, possession, storage, sale, transportation and use of explosive
materials will be prohibited, unless it is authorized by the State Fire Marshal. This will
not apply to hand loading of small arms ammunition for personal use when not for
resale.

5601.3 Non explosive materials must be bolts, explosive rivets or cartridges for
explosive-actuated power tasks in quantities involving less than 500 pounds.

17 .02.120 Add ition-Fi reworks display.

Sections 5608.1 .2 and 5608.1 .3 are added to read as follows:

5608.1.2 Permits. lt is unlawful for any person to present or conduct any public display
of fireworks within the City of Monterey Park without first having obtained a permit there
from the Fire Chief or their representative.

5608.1.3 Detailed Requirements. The public display of fireworks within the City of
Monterey Park must be in accordance with Section 5608.1 of this Code and all of the
following:

1. The Fire Chief is authorized to grant permits for supervised public displays of
fireworks to be conducted by the city or by other organizations. Every such display
must be personally supervised by a competent, licensed pyrotechnic operator
approved by the Fire Chief. Each such display must be held at an approved
location and must be so discharged or fired as, in the opinion of the Fire Chief
after proper investigation, not to be hazardous to property or to endanger any
person.

2. Applications for permit must be made in writing at least ten days in advance of the
date of the display. After such permit will have been granted, the sale, possession,
use, and/or distribution of fireworks for such display will be lawful for the permitted
activity and time frame only. No permit granted under this code will be
transferable.

3. The permittee must furnish a bond or certificate of insurance in an amount
deemed adequate by the Fire Chief for the payment of all damages which may be
caused either to a person or persons or to property by reason of the permitted
display and arising from any acts of the permittee, agents, employees, or
subcontractors.

4. When required by the Chief, the pyrotechnic operator will employ and provide
additional personnel whose sole duty will be the enforcement of crowd control



Ordinance No.2140
Page 87 of 99

around the display area. Unauthorized persons will not be allowed to enter the
discharge site until the site has been inspected and cleared after conclusion of the
display by the pyrotechnic operator.

5. The Fire Chief is authorized to require rope barriers, fences, signs or other
devices to be installed around the display area to aid in crowd control.

6. The Fire Chief is authorized to adopt such additional rules and regulations not
inconsistent herewith as are reasonably required to prevent injury to persons
and/or property, including without limitation the requirement for standby fire
personnel or apparatus at the firing site.

7. lf the Fire Chief or appointed designee determines that there is a lack of crowd
control or that the crowd is in danger, the display will be immediately discontinued.
lf at any time high winds or wet weather creates a danger, the display will be
postponed until weather conditions are acceptable to the Chief.

8. The entire firing site must be inspected immediately following a display and before
allowing public access for the purpose of locating unexploded aerial shells and/or
hazardous debris. Unexploded shells will not be handled within 15 minutes after
the time of their firing. Such shells must then be doused thoroughly with water,
allowed to stand for at least 5 minutes, and then be submersed in a full bucket of
water.

17 .02.130 Add iti on-Fi reworks ma n ufactu ri n g.

Section 5614 is added to read as follows:

sEcTloN 5614
FIREWORKS MANUFACTUR¡NG

5614.1 lt is unlawful to manufacture fireworks within the City of Monterey Park

5614.2 The Chief is authorized to seize, take, remove or cause to be removed, at the
expense of the owner, all stocks of fireworks or explosives offered or exposed for sale,
or stored or held in violation of this section.

17 .02.1 40 Add ition-Sale of fi reworks.

Section 5615 is added to read as follows:

sEcTtoN s61s
SALE OF FIREWORKS

5615.1 Sales of Fireworks. The sale of "Safe and Sane" fireworks within the City of
Monterey Park city limits will be in accordance with Section 3301 of the Code and all of
the following:

5615.1.1 lt is unlawful for any person to sell, or to cause or permit to be sold, within the
city, any fireworks at retail without first securing a permit to do so from the Fire Chief. A
separate permit must be obtained for each separate or distinct place of business or
stand. Any person having a permit, who fails to comply with the conditions of the permit
as provided for by this section, will be deemed to be operating without a permit.
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Application must be made no earlier than April 1 and no later than May 15 of each
calendar year.

5615.1.2 The maximum number of permits, which may be issued will be (20) during any
one calendar year.
lf the number of applications exceed the number of permits to be issued, the permittees,
who did not violate any requirements of this chapter during the preceding year, will have
first priorityforthe available permits until April 15, provided each permittee represents
the same participating organization which operated under the permit during the
preceding year.
lf there are any additional permits available, such additional permits will be granted by a
drawing supervised by the license officer, or other municipal officer designated by the
City Council.

1. The following qualifications must be met by each application for a permit:
a. No permit will be issued to any person, firm, or corporation, except any

veterans organization or any auxiliary of such organization chartered by the
Congress of the United States, maintaining a charter and meeting place in the
City whose membership is composed of members now and/or heretofore
serving in the armed forces of the United States; or, any nonprofit associations
or corporatíons organized primarily for civic betterment or youth activities,
charitable, or religious purposes.

b. Each such organization must have its principal and permanent meeting place
within the city limits of Monterey Park, and must have been organized and
established within the city limits of Monterey Park, and must have been
organized and established within such city limits for a minimum of one year
continuously preceding the filing of an application for a permit.

c. No organization may receive more than one permit for fireworks sales during
any one calendar year.

d. No stand will be within 500 feet of another stand.
2. Each applicant for a permit must take out and maintain in force, while any such

fireworks stand is open, public liability insurance in an amount of not less than
$1,000,000 for injury to one person, and not less than $1,000,000 for any one
occurrence, and one million dollars ($1,000,000) for damage to property. The City
of Monterey Park must be named as "additional insured" on all policies required
hereunder. Before the issuance of a permit hereunder, each applicant must
furnish evidence satisfactory in form and substance to the city that such insurance
is in force, and adequate legal assurance that the carrier will give the city at least
thirty days' prior written notice of the cancellation of the policy, during the effective
period of the permit.

3. Applicants for a permit hereunder must pay a permit fee in accordance with the
City of Monterey Park Master Schedule of Fees and Charges for each fireworks
stand,

4. lt will be unlawful for any person to sell at retail "dangerous fireworks," as defined
in the California State Fireworks Law.

5. No "safe and sane" fireworks, as defined in the California State Fireworks Law, will
be sold or offered for sale at retail within the City, except from 12:00 noon on June
28 to 9:00 p.m. on July 4 of each year. ln addition, the discharge of fireworks is
limited to 10 a.m. to 10 p.m. on only July 4.
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6. No "safe and sane" fireworks will be sold or offered for sale at retail unless the
fuses or other igniting devices are protected by approved protective caps, or each
item or group of items is enclosed or sealed in a package bearing the California
State Fire Marshal's Seal of Registration, upon which the wholesaler's license
number appears.

7. The Fire Chief is authorÍzed to promulgate reasonable additional rules and
regulations for the operation of fireworks stands, in order to eliminate or reduce to
a minimum the risk of fire or injury to persons or damage to property. A copy of
any such rules and regulations must be posted in a prominent place in each
fireworks stand. Failure to comply with said rules and regulations will be grounds
for the immediate revocation of any permit granted under this section.

17 .02.150 Addition-Locations where aboveground tanks are prohibited.

Section 5704.2.9.6.1 is added to read as follows:

5704.2.9.6.1 The storage of Class I and ll liquids in above ground tanks outside of
buildings is prohibited within the limits established by law as the limits of districts in
which such storage is prohibited.

1. Class I and ll liquids must be stored in above ground tanks outside of buildings
only at locations in the city zoned or used for Manufacturing purposes, as
designated in the Monterey Park Munícipal Code and the zoning map of the City
of Monterey Park.
Exception: Above ground storage tanks dispensing Class I and ll liquids will not
be allowed in motor fuel service stations.

2. The storage of Class I and ll liquids in above ground tanks may be permitted in
other zones if the Fire Chief finds that such use in a particular installation will not
create an unreasonable risk of injury to person or property after consideration of
special factors; such as, topographical conditions, nature of occupancy and
proximity to buildings or adjoining property, and height and character of
construction of such buildings, capacity and construction of proposed tanks and
character of liquids to be stored, degree of private fire protection to be provided,
and facilities of the Fire Department available to cope with flammable or
combustible liquid fires.

17 .02.1 60 Addition-Liquefied petroleum gases-Location of contai ne rs.

Section 6104.2 is added to read as follows:

6104.2 Liquefied petroleum gas may be stored only at locations zoned or used for
Manufacturing Development purposes, as designated in the Monterey Park Municipal
Code and the zoning map of the City of Monterey Park.

Such storage, however, may be permitted in other zones if the fire code official finds
that such use in a particular installation will not create an unreasonable risk of injury to
person or property, after consideration of the special features; such as, topographical
conditions, nature of occupancy and proximity to building or adjoining property and
height and character of construction of such buildings, capacity and construction of
proposed tanks, and character of liquids to be stored, degree of private fire protection to
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be provided, and facilities of the Fire Department to cope with flammable or combustible
liquid fires.

17.02.170 Amendment-Appendix Chapter D Dead ends.

Section D103.4 of Appendix Chapter D is amended to read as follows:

D103.4 Dead Ends. Dead-end fire apparatus access roads in excess of 150 feet must
be provided with width and turnaround provisions to the minimum standards adopted by
the jurisdiction.

17.02.180 Amendment - Appendix Chapter N Haunted Houses

Section N101 .2 of Appendix Chapter N is amended to read as follows

N101.2 Permits. An operational permit must be required for haunted houses, ghost
walks, or similar amusement uses in accordance with Appendix N101 .2.

EXCEPTION: Haunted houses, ghost walks, or similar amusement uses in Group
R-3 occupancies."

SECTION 16: Construcfíon. This Ordinance must be broadly construed in order
to achieve the purposes stated in this Ordinance. lt is the City Council's intent that the
provisions of this Ordinance be interpreted or implemented by the City and others in a
manner that facilitates the purposes set forth in this Ordinance.

SECTION 17: Enforceability. Repeal of any provísion of the Monterey Park
Municipal Code does not affect any penalty, forfeiture, or liability incurred before, or
preclude prosecution and imposition of penalties for any violation occurring before this
Ordinance's effective date. Any such repealed part will remain in full force and effect for
sustaining action or prosecuting violations occurring before the effective date of this
Ordinance.

SECTION 18 Validity of Previous Code Secúíons. lf this entire Ordinance or its
application is deemed invalid by a court of competent jurisdiction, any repeal or
amendment of the MPMC or other city ordinance by this Ordinance will be rendered
void and cause such previous MPMC provision or other the city ordinance to remain in
full force and effect for all purposes.

SECTION 19: Environmental Assessmenf. The City Council finds that adoption
of this Ordinance is exempt from review under the California Environmental Quality Act
(California Public Resources Code SS 21000, et seq., "CEQA") and the regulations
promulgated thereunder (14 California Code of Regulations SS 15000, et seq., the
"State CEQA Guidelines") because it consists only of minor revisions and clarifications
to an existing code of construction-related regulations and specification of procedures
related thereto and will not have the effect of deleting or substantially changing any
regulatory standards or findings required therefor, and therefore does not have the
potential to cause significant effects on the environment. ln addition, this ordinance is
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an action being taken for enhanced protection of the environment and is exempt from
further review under CEQA Guidelines S 15308.

SECTION 20: Severability. lf any part of this Ordinance or its application is
deemed invalid by a court of competent jurisdiction, the city council intends that such
invalidity will not affect the effectiveness of the remaining provisions or applications and,
to this end, the provisions of this Ordinance are severable.

SECTION 21: Publication. The City Clerk is directed to certify the passage and
adoption of this Ordinance; cause it to be entered into the City of Monterey Park's book
of original ordinances; make a note of the passage and adoption in the records of this
meeting; and, within fifteen (15) days after the passage and adoption of this Ordinance,
cause it to be published or posted in accordance with California law.

SECTION 22: Effective Date. This Ordinance will become effective on the thirty-
first (31st) day following its passage and adoption

SECTION 23: Filing with Building Standards Commission. The City Clerk must
file a certified copy of this Ordinance with the Califomia Building Standards Commission

PASSED AND ADOPTED at a regular meeting of the City Council of the City of Monterey
Park, held on the 16th day of November,2016

lng, r

ATTES

Vincent

APPROVED
MARK D. H rney

I
By:

,t

Berger, nt City Attorneyrl H
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STATE OF CALIFORNIA
COUNTY OF LOS ANGELES
CITY OF MONTEREY PARK

l, VINCENT D. CHANG, City Clerk of the City of Monterey Park, California, do
hereby certify that the foregoing Ordinance No. 2140 was introduced, and placed upon
its first reading at a regular meeting of the City Council of the City of Monterey Park,
held on the 2nd day of November, 2016. That thereafter on the 16th day of November,
2016, said Ordinance was duly passed, approved and adopted by the following vote:

Ayes: Council Members: Chan, Liang, Lam, Real Sebastian, lng
Noes: Council Members: None
Absent: Council Members: None
Abstain: Council Members: None

Dated this 16th day of November,2016

Vincent D hang, Clerk
City of Monterey P lifomia

)
)
)

SS
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EXHIBIT A
Local Amendments

To The
2016 California Building Standards Gode

The City Councilfinds as follows:

SECTION 1: Pursuant to the requirements of Health and Safety Code $17958.7, the
City Council finds that there are local climatic, geographic, and topographic conditions
justifying the various local amendments to the California Building Standards Code as
set forth herein.

SECTION2: Specifically, the City Council finds

A. Climatic Conditions

The City of Monterey Park is a densely populated area within a
climate system capable of producing major winds, fire and rain
related disasters, including but not limited to those caused by the
Santa Ana winds and El Nino (or La Nina) subtropical-like weather.
This region is especially susceptible to more active termite and
wood attacking insects and microorganisms.

Hot, dry Santa Ana winds are common to all areas within the City of
Monterey Park. These winds, which can cause small fires which
spread quickly, are a contributing factor to the high fire danger in
the area, and create the need for an increased level of fire
protection. This added protection will supplement normal fire
department response available and provide immediate protection
for life and safety of multiple occupancy occupants during fire
occurrences.

Los Angeles County and the City of Monterey Park are located in a
semi-arid Mediterranean type climate which predisposes all fuels,
including wood shingles to rapid ignition and spread of fire.
Therefore, there exists a need for additional fire protection
measures.

4 The warm, dry climate is conducive to swimming pools which
creates a higher probability of child drowning where pools are
unprotected.

B. Geological Conditions

The City of Monterey Park is a densely populated area having
buildings and structures constructed over and near a vast array of
fault systems capable of producing major earthquakes, including

1

2

3

1
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but not limited to the 1994 Northridge Earthquake, the 1987 Whittier
Narrows Earthquake, the 1971 San Fernando Earthquake and the
1933 Long Beach Earthquake.

The October 17,1989, Santa Cruz earthquake resulted in only one
major San Francisco fire in the Marina district. But, when combined
with the 34 other fires and over 500 responses, the department was
taxed to its full capabilities. The Marina fire was difficult to contain
because mains supplying water to the district burst during the
earthquake. lf more fires had been ignited by the earthquake, it
would have been difficult for the fire department to contain them.
This situation creates the need for both additional fire protection
measures and automatic on-site fire protection for building
occupants since a multitude of fires may result from breakage of
gas and electric lines as a result of an earthquake. As noted by
"Planning Scenario on a Major Earthquake Department on of the
Newport-lnglewood Fault Zone, 1988, State Conservation,"
"unfortunately meeting the minimum earthquake standards of
building codes barely places a building on the verge of being legally
unsafe."

Traffic and circulation congestion presently existing in the City of
Monterey Park often challenges fire department response times.
This condition will be exacerbated by any major disaster, including
any earthquake wherein damage to the highway system will occur.
This condition makes the need for additional on-site protection for
property occu pants necessary.

Placement of multiple occupancy buildings, location of arterial
roads, and fire department staffing constraints due to recent
revenue-limiting state legislation have made it difficult for the fire
department to locate additional fire stations and provide manpower
sufficient to concentrate fire companies and personnel to control
fires in high density apartment or condominium buildings. Fire
Department equipment does not allow easy access to areas of
buildings greater than 55 feet above the level of Fire Department
vehicle access. These conditions create the need for built-in onsite
fire protection systems to protect occupants and property until
firefighting apparatus and personnel arrive on the scene.

The City of Monterey Park is located in an area subject to a climatic
condition of high winds and low humidity. This combination of
events creates an environment which is conducive to rapidly
spreading fires. Control of such fires requires rapid response.
Obstacles generated by a strong wind, such as fallen trees, street
lights and utility poles, and the requirement to climb 75 feet
vertically up flights of stairs will greatly impact the response time to
reach an incident scene. Additionally, ASCE-7, Section 6, Figure 6 -
2 Height Adjustment Table identifies a significant increase in the

3

4

5
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amount of wind force at 60 feet above the ground. Use of aerial
type firefighting apparatus above this height would place rescue
personnel at increased risk of injury.

The City of Monterey Park is located in the middle of a seismically
active area. The viability of the public water system would be
questionable at best after a major seismic event. This would leave
tall buildings vulnerable to uncontrolled fires due to a lack of
available water and an inability to pump sufficient quantities of any
available water to floors above the 55-foot level. A severe seismic
event has the potential to negatively impact any rescue or fire
suppression activities because it is likely to create obstacles similar
to those indicated under the high wind section above. With the
probability of strong aftershocks, there exists a need to provide
increased protection for anyone on upper floors.

Untreated wood roofs cause or contribute to serious fire hazard and
to the rapid spread of fires when such fires are accompanied by
high winds. Pieces of burning wooden roofs become flying brands
and are carried by the wind to other locations and thereby spread
fire quickly.

C. Topographic Conditions

The City of Monterey Park is in an area that has a high percentage
of structures on hillsides. Access for fire or rescue response and
staging for firefighting are made challenging and difficult due to the
terrain.

SECTION 3: Because of the local climatic, geologic and topographic conditions, the
following local amendments are needed:

6

7

1

2016 Galifornia Building Code
Gode Section Topic Finding

Chapter 1, Division ll Administrative Provisions Administrative
Section 202 Definition Administrative
Section 903.1.2 Partial Automatic

Suppression Systems
A-1, A-2, B-4, C-1

Section 903.2 Automatic Sprinkler
Systems Required

A-1, A-2, B-4, C-1

Section 903.3.1.1 NFPA 13 Sprinkler Systems A-1, A-2, B-4, C-1

Section 903.3.1.1.2 Riser Room Location A-1, A-2, B-4, C-1

Section 903.3.1.2 NFPA 13R Sprinkler
Systems

A-1, A-2, B-4, C-1

Section 903.3.1.2.3 Attic and Basement Spaces A-1, A-2, B-4, C-1
Section 903.3.1.3 NFPA 13D Sprinkler

Svstems
A-1, A-2, B-4, C-1

Section 903.3.1.3.1 Detailed Requirements A-1, A-2, B-4, C-1



Ordinance No.2140
Page 96 of 99

Section 903.3.5 Water Supplies A-1, A-2, B-4, C-1
Section 903.6 Existing Occupancies A-1, A-2, B-4, C-1

Section 907.1.6 Multiple Fire Alarm
Systems

A-1, A-2, B-4, C-1

Section 1507.3.1 Deck Requirements B-1

Table 1505.1 Roof Covering A-1, A-2, B-4, C-1
1505.1 .3 Roof Covering A-1, A-2, B-4, C-1
Section 1613.5.2 Structural Separation B-1

Section 1613.5.3 Values for Vertical
Combinations

B-1

Section 1613.5.4 Wood Diaphragms B-1

Section 1613.5.5 Maximum Sos Value in
Determination of C" and E"

B-1

Section 1613.7 Seismic Design Provisions
for Hillside Buildings

B-1, C-1

Section 1613.8 Suspended Ceilings B-1

Section 1704.6 Structu ral Observations B-1

Section 1704.6.1 Structural Observations For
Seismic Resistance

B-1

Section 1705.3 Concrete Construction B-1

Section 1705.12 Special lnspections For
Seismic Resistance

B-1

Section 1807.1.4 Permanent Wood
Foundation Svstems

A-1, B-1

Section 1807.1 .6 Prescriptive Design Of
Concrete And Masonry
Foundation Walls

B-1

Section 1809.3 Stepped Footings B-1

Section 1809.7 and Table
1809.7

Prescriptive Footings For
Liqht-Frame Construction

B-1

Section 1809.12 Timber Footings A-1, B-1

Section 1810.3.2.4 Timber A-1, B-1

Section 1905.1.7 Minimum Reinforcement B-1

Section 1905.1 to Add
Sections 1 905.1 .9 through
1905.1 .1 1

Reinforcement B-1

Section 2304.10.1 Fastener Requirements B-1

Section 2304.12.5 Wood Used In Retaining
Walls And Cribs

A- 1 B-1

Section 2305.4 Quality Of Nails B-1

Section 2305.5 Hold-Down Connectors B-1

Section 2306.2 Wood-Frame Diaphragms B-1

Section 2306.3 Wood-Frame ShearWalls B-1

Section 2307.2 Wood-frame shear walls B-1

Table 2308.6.1 Wall Bracing Requirements B-1

Section 2308.6.5 Alternative Bracing B-1
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Section 2308.6.8.1 Foundation Requirements B-1

Section 2308.6.9 Attachment Of Sheathing B-1

2016 Galifornia Residential Code
Gode Section Topic Finding

Chapter 1, Division ll Ad ministrative Provisions Administrative
Section R301 .1.3.2 Woodframe Structures B-1

Section R309.6 Fire Sprinklers A-1, A-2, B-4, C-1
Section R313.1 Fire Sprinklers A-1, A-2, B-4, C-1
Section R313.2 Fire Sprinklers A-1, A-2, B-4, C-1
Section R301.1.4 Seismic Design Provisions

For Buildings Constructed
On Or lnto Slopes Steeper
Than One Unit Vertical ln
Three Units Horizontal
(33.3 Percent Slope

B-1, C-1

Table R301.2(1) Design Criteria Administrative
Items 1, 3 and 5 of Section
R301 .2.2.2.5

lrregular Buildings B-1

Section R301 .2.2.3.8 Anchorage Of Mechanical,
Electrical, Or Plumbing
Components And
Equipment

B-1

Section R401.1 Application A-1, B-1

Section R403.1.2,
R403.1.3.6 and R403.1.5

Continuous Footing ln
Seismic Design Categories
Do, Dr And Dz

B-1

Section R4O4.2 Wood Foundation Walls A-1, B-1

Section R501.1 Application B-1

Section 503.2.4 Openings ln Horizontal
Diaphragms

B-1

Lines 35 and 36 of Table
R602.3(1)

Fastening Schedule B-1

Footnote "b" of Table
R602.3(2)

Alternate Attachment B-1

Exception of Section
R602.3.2 and Table
R602.3.2

Top Plate B-1

Section R602.10.2.3 Minimum Number Of
Braced Panels

B-1

Table R602.10.3(3) Bracing Requirements
Based on Seismic Design
Cateqorv

B-1

Table R602.10.4 Bracing Methods B-1

Figure R602.10.6.1 Method ABW B-1

Fisure R602.10.6.2 Method PFH B-1

Table R602.10.5 Minimum Length of Braced B-1
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Wall Panels
Figure R602.10.6.4 Method CS-PF-

Continuously Sheathed
Portal Frame Panel
Construction

B-1

Section R606.4.4 Parapet Walls B-1

Section R606.12.2.2.3 Reinforcement
Requirements For Masonry
Elements

B-1

Section R803.2.4 Openings ln Horizontal
Diaphraqms

B-1

Section R9002.1 Roof Covering A-1, A-2, B-4, C-1

Section R902.1.3 Roof Covering A-1, A-2, B-4, C-1
Section R1001 .3.1 Vertical Reinforcing B-1

2016 Galifornia Electrical Code
Code Section Topic Finding

Article 91 Administrative Provisions Administrative

2016 Galifornia Mechanical Code
Gode Section Topic Finding

Chapter 1, Division ll Administrative Provisions Administrative

2016 California Plumbing Code
Code Section Topic Finding

Chapter 1, Division ll Ad m inistrative Provisions Administrative

2016 California Energy Gode
Code Section Topic Finding

Chapter 100.01 Ad m inistrative Provisio ns Administrative

2016 California Historical Building Gode
Code Section Topic Finding

Chapter 8-1(1) Ad ministrative Provisions Administrative

2016 California Existing Building Gode
Gode Section Topic Finding

Chapter 1, Division ll Administrative Provisions Administrative

2016 California Green Building Standards Gode
Code Section Topic Finding

Chapter 1-1 Ad m i n istrative Provisions Administrative

20lS lnternational Pool and Spa Gode
Code Section Topic Finding

Chapter 1, Parl2 Ad ministrative Provisions Administrative
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2016 Galifornia Fire Gode
Gode Section Topic Finding

102.5
Application of Residential
Code

Administrative

103.5 Police Powers Administrative
108 A Administrative
202 Definitions Administrative
304.1.2 Vegetation A-1, A-2, B-4, C-1
307.1 Open Burning A-1, A-2, B-4, C-1
903 Fire Sprinklers A-1, A-2, B-4, C-',1

907.1.6 Multiple Fire Alarm and
Detections Systems

A-1, A-2, B-4, C-1

1103.2 Emergency Radios A-1, A-2, B-4, C-1
5601.2 and 5601.3 Explosive Materials A-1, A-2, B-4, C-1
5608.1 .2 and 5608.1.3 Fireworks Displays A-1, A-2, B-4, C-1
5614 Fireworks Manufacturing A-1, A-2, B-4, C-1
561 5 Fireworks Sales A-1, A-2, B-4, C-1
5704.2.9.6.1 Above Ground Tanks A-',1, A-2, B-4, C-1
6104.2 Liquefied Petroleum Gases A-1, A-2, B-4, C-1
D103.4 Dead Ends A-1, A-2, B-4, C-1
N101.2 Haunted Houses A-1, A-2, B-4, C-1
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